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Welcome to a world where intelligent 

functionality meets high-end design. 

Enter a setting where every detail, 

no matter how small, plays a crucial 

role in elevating your interior spaces 

to extraordinary heights. 

Explore a universe of dynamic textures to 

evoke an unparalleled tactile sensation.

Ready to unlock the potential of pairing 
luxurious design with cutting-edge 
technology?
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Lithoss 
Mastery in Belgium
Lithoss’s commitment to quality is what sets us apart 

from the rest. With over 20 years of experience, we 

meticulously manufacture each product in Belgium, 

utilizing premium materials to exceed expectations 

and maintain the superior craftsmanship that embodies 

Belgian excellence. 

What truly distinguishes Lithoss is the boundless array 

of possibilities we offer. From functionality to finish, 

installation options to personalization, our products 

cater to every preference. Whether it’s selecting a 

specific finish, customizing with a personal engraving, 

or integrating an assorted door handle, Lithoss tailors to 

your individual style, drawing inspiration directly from 

you.

In addition to aesthetics, Lithoss caters to diverse needs 

with a comprehensive range of product variations. From 

switches and sockets to USB chargers, sensors and 

thermostats - all designed to integrate smoothly with 

advanced automation technology - we provide solutions 

that transcend mere functionality.

Furthermore, we offer compatibility with various home 

and building automation systems such as KNX and 

Casambi, ensuring seamless integration and enhancing 

the functionality of your space.

Design, 
Exploration & 
Craftsmanship
Our unique, handcrafted products showcase our dedication to quality and love for design. 

We are always on the move, staying updated with the latest trends in interior design, architecture, 

lighting, home automation and lifestyle. This continuous exploration for innovation has enabled us to 

stay ahead of the curve and surpass common quality standard for over twenty years.
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Elements 
of pureness 

Celebrate the essence of pure 

design with Lithoss, where 

compromise finds no place. Our 

sleek and minimalist designs 

underscore the allure of even the 

smallest Lithoss button. Crafted 

from exclusive Belgian materials, 

our products capture the essence 

of enduring quality. Explore the 

exceptional solidity of these 

materials, ensuring quality that 

stands the test of time. Welcome 

to a world where Lithoss elevates 

every detail to a standard of timeless 

sophistication.

Touching a Lithoss switch, socket, or 

dimmer is to connect with the very 

essence of Lithoss. You’ll immediately 

sense the quality sensation of raw 

and authentic materials. Each surface 

feels vibrant yet subtle, as if delicately 

brushed by an artist’s hand. These rich 

textures are  ymeticulously  crafted 

through manual processes, such 

as sanding, polishing, and galvanic 

treatments in etching baths. Treated 

with care and attention, they will 

interact with light; creating a dynamic 

interplay of color and perception that 

shifts with the angle and intensity of 

illumination.

Unique, hand-made 
products

Living
Textures

The living 
textures 
create rich, 
subtle accents 
in any interior

Is it any wonder that the Lithoss designs have won several awards?
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Synergy
with TAL

Nobel elbow + cockpit

Microscoop + Dimmer

Joined through the exclusive use of 

premium materials such as anodised or 

powdercoated aluminium, the integration 

of switches, sockets and lighting 

forms a unified harmony within your 

design concept. It’s a testament to our 

commitment to holistic design, elevating 

it to new heights with Lithoss and TAL 

working in tandem. 

Check out our luminaires collection to find 

examples of that perfect synergy between 

our sister companies such as the beautiful 

berrier swivel on page 69.

Lithoss and TAL are the perfect match not only because 

of matching Textured paint but also due to the new 

Brushed Anodic finishes.

scan for the TAL
website

Brushed Titani-
um Ano

Brushed Gold 
Ano

Brushed Bronze 
Ano

Textured 
Black

Textured 
White

http://www.tal.be
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Endless 
possibilities

C
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/ 
C

op
p

er

Void USB A+C / Brushed Brass

Dimmer / Copper

Lithoss products effortlessly enhance 

any setting, whether as standalone 

pieces or grouped together in perfect 

harmony with architectural spaces. 

The practically limitless combinations 

available to our customers contribute 

to Lithoss’ unique character, offering 

versatility in functionality, finish, 

installation methods (recessed or 

surface-mounted), combination options, 

and personalization

Infinite potential unfolds as our customers 

explore the diverse combinations available, 

each contributing to the creation of Lithoss’s 

distinctive and exclusive character.

Switch

Dimmer

Floor 
socket

Socket
Round 

Socket
Square 

Luminaire

Doorhandle 

USB 
charger

Thermostat

... and much  
 more
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Matt White 
RAL9010

Stainless Steel

Textured 
Black

Nickel

Textured 
White

Gunpowder 
Black (Fusain)

Brass
Antique

Bronze 
Antique

Brushed 
Brass

Matt Black

Copper

Chrome

Anodic BrownAnodic Bronze Tin Antique

Brushed Titani-
um Ano

Brushed Gold 
Ano

Brushed Bronze 
Ano

Any RAL Colour
on demand

The visual options are equally important. 

Stainless steel, Matt Black, Tin Antique … 

what preference for colour and finish suits 

you most? Discover them all via our online 

configurator. 

Your ideal 
configuration

3.C H O O S E  
Y O U R  F R A M E

C H O O S E  
Y O U R  C O L L E C T I O N 

C H O O S E  
T H E  M O D U L E S

C O N F I G U R AT I O N  S H O W N

How to find your way in this ocean of possibilities? Easy: we 

navigate you with our online configurator. Step by step we take 

you towards your ideal personalised switch or socket.

The first steps guide you 

through the technical options. 

You can choose from one single 

frame up to a fourfold frame 

and then fill up each frame with 

modules of your choice. 

Two switches, one socket and  

a USB charger? Consider it 

done. One USB, a luminaire and 

a socket? You choose,  

we produce. 

Switch

Dimmer

Switch Cockpit
+ Dimmer

2.

1.

Our combination options 
go wherever your 
inspiration and functional 
wishes take you. 

Luminaire 

USB 
charger

Socket
Round 

RJ45 / UTP

Socket
Square 

For more
information: 

4. C H O O S E 
Y O U R  F I N I S H
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The classic Lithoss switch, 
known for its iconic design, 
receives a sophisticated refresh 
while maintaining its signature 
elegance. Thanks to a subtle yet 
thoughtful innovation, the switch 
now appears to be floating off 
the wall, creating a refined and 
luxurious aesthetic. 
 
Striking the perfect balance 
between craftsmanship and 
innovation, Lithoss elevates the 
art of a switch to new heights. 
The use of premium materials, 
meticulous attention to detail, 
and timeless design make this 
switch not just a functional 
element, but a true statement 
piece in any interior. 

Every aspect, from its sleek 
edges to its flawless finish, 
exudes pure craftsmanship. 
 
This reinterpretation of an icon 
proves that timeless class and 
modern finesse can go hand 
in hand. The Lithoss switch 
remains the benchmark for those 
who value design, quality, and 
exclusivity.

Design by Lithoss Design Studio Available shapes

Circum

Setups & Combinations

Fl
oa

tin
g

NEW

Mind
the 
gap.

Floating is possible in 
following ranges:
-Select
-Cockpit 
-Pixel
-Dimmers
-Sockets

RECESSED WALL BOX INSTALLATION

1

PLACE COVERPLATE INTO FRAME

3

FIX FRAME TO WALL OR JUNCTION BOX WITH 
2 SCREWS (USE HOLES ON VERTICAL AXIS)

2
FloatingCockpit 1C

Brushed Brass + Textured Black 33

Textured Black + Brass 36

Brushed Brass + Brass Knurl

Moortelmeers 23, B-8740 PITTEM - BELGIUM
Tel ++32(0)56 48 15 98 - info@lithoss.com - www.lithoss.com

37

Stainless Steel + Textured Black 30

Cu29 + Textured Black 34

Matt White + Textured Black 31

Textured Black + Nickel Knurl 32

Stainless Steel + Nickel Knurl 38

Brass Antique 40

Gunpowder Black 41

Bronze Antique + Brass Knurl 39

Tin Antique 42

Bronze Antique + Royal 66

Textured Black + Brass + Royal 77

Nickel + Nickel Knurl 43

Matt White RAL9010 02

Color Code

Textured Black 14

Bronze Antique 17

Nickel 09

2 way

Shutter

Module 

11

21

Push button 31

Code

Installation

2 way (Va-et-vient)

Example: Staircase wiring, control 1 lamp from 2 places

Push button (Bouton poussoir) Shutter (Inverseur)

CUSTOMER SERVICE
info@lithoss.com
www.lithoss.com
++32(0)56481598

Specifications Rated Voltage 125-250V AC

Operating temperature -20°C to +55°C

Optional feedback light Neon indicator light 230V

Nominal cross section 2,5mm² - 14 (AWG)

Functions available 2 way (ON/-/ON) 6AX

Contacts 

Push button (MOM/OFF/MOM) 10A

Shutter (ON/OFF/ON) 10AX

NL   Installatie- en onderhoudsrichtlijnen met betrekking tot fabrieksgarantie

             De plaatsing, de aansluiting en het uittesten van dit toestel dient steeds te gebeuren door een erkend elektro-installateur. 

             Dit toestel moet geïnstalleerd, verbonden en getest worden volgens de nationaal geldende reglementen op elektrische installaties.   

             Deze technische bijsluiter dient te worden beschouwd als een onderdeel van de algemene verkoopsvoorwaarden van Lithoss NV/SA.

             De elektro-installateur is verantwoordelijk voor het gebruik van compatibele apparaten die voldoen aan de geldende CE en IEC normen.

             Gebruik steeds de bijgeleverde tool voor het verwijderen van de afdekplaat.

             Reinig het toestel enkel met een zachte en licht vochtige doek zonder reinigingsmiddel.

             Leg altijd eerst de elektriciteit af alvorens te plaatsen en installeren.

1 

2 

3 

4 

5 

6 

7 

1 

2

 

3 

4 

5 

6 

7 

EN   Installation and maintenance instructions associated to the manufacturer’s warranty

             The installation, connection and testing of this device should always be performed by a recognized electrician/installer.

             This device needs to be installed, connected and tested according to the o£cial national instruction guide for electrical

             installations.

             This technical manual is to be considered as an additional term to the general sales conditions of Lithoss NV/SA.

             The installer is responsible for the use of compatible products which meet the CE and IEC rules.

             Always use the push pin for the removal of the cover plate.

             Clean the device only with a soft and slightly wet piece of cloth without any detergent.

             Always switch o¤ the electricity before installation.

DE   Installations- / Wartungsanweisungen des Herstellers-/ Verbundes für die Garantie.  

             Die Installation-/ Anschluss und Prüfung dieses Gerätes sollte immer von einem anerkannten Elektriker / Installateur durchgeführt werden.

             Dieses Gerät muss nach der o£ziellen nationalen Gebrauchsanweisung für die Elektroinstallation  geprüft, angeschlossen und installiert sein.

             Dieses technische Handbuch soll eine zusätzliche Bedingung  zu den allgemeinen Geschäftsbedingungen von Lithoss NV / SA in Betracht 

             gezogen werden.

             Der Installateur ist für die Verwendung-/ den Gebrauch von kompatiblen Produkten, die der CE und IEC- Regeln entsprechen, verantwortlich.  

             Verwenden Sie immer den Push-Pin für das Entfernen der Deckplatte.

             Reinigen Sie das Gerät nur mit einem weichen, leicht feuchten Tuch ohne Reinigungsmittel.

             Vor Installations- und Wartungsarbeiten immer erst die Stromzufuhr von der Hauptleitung ausschalten.

FR  Instructions d'installations et d’entretien à respecter vis-à-vis de la garantie d’usine. 

             Le placement, le raccordement et les essais de cet appareil doivent toujours être e¤ectués par un électricien / installateur  

             agréé. 

             Cet appareil doit être installé, branché et testé suivant le règlement national sur les installations électriques en vigueur. 

             Ce manuel d’installation technique représente une partie des conditions générales de vente de Lithoss nv /sa.

             L’installateur est responsable pour l’usage des produits compatibles, qui sont conformes aux normes CE et IEC en vigueur.  

             Utilisez toujours le ‘push pin’ pour l’écartement de la plaque de finition.

             Nettoyez l’appareil uniquement avec un chi¤on doux et légèrement humide sans détergent.

             Toujours débrancher l’électricité AVANT l’installation!
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La1: contact on = toggle down
La2: contact on = toggle up
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Name

Ref

MADE IN BELGIUM 11/03/2025 - Art. 130158 - VERSION 1

L N

NEON

La1

La1
La
La
La2

La2

Neon permanent on:

Neon feedback:

Hole dia 68mm

Box with screws

Product Code

Cockpit Co

Circum Cockpit CC

PRODUCT

EXAMPLE CODE F-Co2109: Floating Cockpit 1C Shutter Nickel

MODULE (MAX 3 MODULES) COLOR

C o 21 0 9

FLOATING

F

95

95 5.5

32

min 45*

WIRES 16 (AWG) - 1,5mm²

MAGNETIC 
ATTRACTION

*A depth of 65mm is recommended
  to easily manipulate the cables

Ø95

5.5

Floating CASAMBI

Matt Black 18

Brass Antique 20

Copper

Installation

Button definition

Battery properties

Name

Ref

MADE IN BELGIUM 09/01/2025 - Art. 130148 - VERSION 1

Battery type
The Lithoss Casambi switch is only compatible with 
batteries type 2025 & 2032 (not included). 

Battery life
Once inserted, the device can go through more than 
6000 (2025) to 8000 (2032) cycles before draining 
the battery.
The expected battery life is up to more than 5 years 
with a 2025 and up to 7 years with a 2032.

We recommend using batteries without child secure 
foils or coatings as these might cause problems with 
the contacts of the battery.

For Lithoss 2T:
1: Left
2: Right

For Lithoss 4T:
1: Upper Left
2: Upper Right
3: Lower Left
4: Lower Right

For Lithoss 3T variant, there is no ‘2: Upper Right’

Battery position
on wall side

95

95 6.5

X*

Ø95

6.5

RECESSED WALL BOX INSTALLATION PLACE COVERPLATE INTO FRAMEFIX FRAME TO WALL OR JUNCTION BOX
WITH 2 SCREWS (USE HOLES ON VERTICAL AXIS)

1 2 3

CUSTOMER SERVICE
info@lithoss.com
www.lithoss.com
++32(0)56481598

+
Battery type 
2025 or 2032

-

Moortelmeers 23, B-8740 PITTEM - BELGIUM
Tel ++32(0)56 48 15 98 - info@lithoss.com - www.lithoss.com

*2mm for Select, 0mm for Squares

30

min40

29

Nickel 09

Textured White RAL9010 13

Tin Antique 19

Textured Black 14

Bronze Antique 17

Stainless Steel 01

Color Code

Gunpowder Black 03

Brushed Brass 06

Chrome 08

Matt White RAL9010 02

Select Ni

Product Code

Squares Sq

Casambi Battery Powered Switch 1T

Module 

Casambi Battery Powered Switch 2T

T1

Code

T2

Casambi Battery Powered Switch 3T T3

Casambi Battery Powered Switch 4T T4

Casambi Mains Powered Switch 1T

Casambi Mains Powered Switch 2T

U1

U2

Casambi Mains Powered Switch 3T U3

Casambi Mains Powered Switch 4T U4

Circum Select** CN

Circum Squares** CS

PRODUCT

EXAMPLE CODE F-NIU109: Floating Select 1T Casambi Mains Pwrd Nickel

MODULE (MAX 3 MODULES) COLOR

No wiring necessary in case of the battery switch

**Dimensions voor Lithoss Circum

Battery specifications Type 2025 CR 2025 Lithium 3V 20mm

2032 CR 2032 Lithium 3V 20mm

Connect mains power

Hole dia 68mm

Box with screws

N i T 1 0 1

4

21

21
1

3

Setting up your device

Icons for all Lithoss variants:

Connecting your device to the Casambi app
1.    Make sure the switch is powered by inserting a battery as described in this manual
2.   To make your device visible in the app:
       For 1T: Hold down the button for at least 15-20 seconds
      For 2-3-4T: Hold down two buttons for a few seconds. 
4.   Add your switch to the desired network (Evolution only)
5.   Link your switch button(s) with its desired function(s)

For more information about the Casambi app, consult the Casambi manual or website.

Installation in metal casings/wallboxes are not recommended. These might interfere 
with the wireless signal and possibly cause connectivity issues.

The minimum range in a standard network is ~20m and ~70m in a long range network.

Download the Casambi app:
App store:

Play store:

https://itunes.apple.com/app/casambi/id731859317  
https://play.google.com/store/apps/details?id=casambi.ambi  
https://casambi.com/tutorial -videos/

 

MAGNETIC 
ATTRACTION

FLOATING

F

RECESSED WALL BOX INSTALLATION

1

PLACE COVERPLATE INTO FRAME

3

FIX FRAME TO WALL OR JUNCTION BOX WITH 
2 SCREWS (USE HOLES ON VERTICAL AXIS)

2

Hole dia 68mm

Box with screws

Floating Void Round NXT

Matt Black 18

Brass Antique 20

Copper

MADE IN BELGIUM 07/01/2025 - Art. 130145 - VERSION 1
Moortelmeers 23, B-8740 PITTEM - BELGIUM
Tel ++32(0)56 48 15 98 - info@lithoss.com - www.lithoss.com

29

Anodic Bronze 44

Anodic Brown 45

Nickel 09

Textured White RAL9010 13

Tin Antique 19

Textured Black 14

Bronze Antique 17

Stainless Steel 01

Color Code

Gunpowder Black 03

Brushed Brass 06

Chrome 08

Matt White RAL9010 02

White EU (type F)

Black EU (type F)

Void Vo

Product Code

Module 

0H

0I

White FR-BE (type E) 0J

Black FR-BE (type E) 0L

Code

PRODUCT

EXAMPLE CODE F-Vo0W01: Floating Void 1V Socket Round Black FR-BE Stainless Steel

MODULE (MAX 3 MODULES) COLOR

V o

FLOATING

F 0H 0 1

Installation

TYPE E TYPE F

CUSTOMER SERVICE
info@lithoss.com
www.lithoss.com
++32(0)56481598

Specifications Maximum current 16A

Rated Voltage 250V AC

RoHS RoHS compatible

Conformity to Standards for FRANCE according to NF C 61-314 Standard
for BELGIUM according to NBN C 61-112-1 Standard

Conformity to Standards for GERMANY according to DIN VDE 0620-1 Standard

Name

Ref

95

95 6.5

Ø95

6.5

**A depth of 65mm is recommended
   to easily manipulate the cables

min 45**

40

MAGNETIC 
ATTRACTION

cover plate 

CLICK

Terminal capacity up to: 2 x 2.5 mm² (AWG14)
Stripping: 12 mm

L

N



1716



1918

Our minimalist fans will 
undoubtedly love our new Pixel 
series—a collection of sleek, 
modern switches designed with 
smaller buttons for a refined 
aesthetic. Crafted with the same 
high-quality experience as our 
renowned Select series, Pixel 
seamlessly integrates into any 
space, offering a perfect balance 
of style and functionality. 

Whether you’re upgrading 
your home or designing a 
contemporary workspace, Pixel 
delivers sophistication without 
compromise.

Design by Lithoss Design Studio Setups & Combinations

Pi
xe

l
NEW

Sleek, 
simple, 
satisfying.

KNX 
sensor  
temp. sensor

Teleruptor  
250V - 16A

Technology

Push 
Button 
24V - 250V

Available shapes

Circum

Push 
Button
Casambi

Push 
Button
MAINS
Casambi

• 110V - 230V
• No battery needed
• Works as a mesh network repeater
• More functionalities
 -Scene cycling
 -Tunable white control

NEW
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Setups &
combinations
O V E R V I E W S TA N D A R D  C O L L E C T I O N

Dimensions & wall boxes: see technical guide

Pixel

21



23

KNX 
sensor  
RGB led +
temp. sensor

Push 
Button
+ Feedback 
led white 
24V

Teleruptor  
250V - 16A

Technology

Push 
Button
+ Feedback 
led amber 
24V

Push 
Button 
24V - 250V

Lithoss was established at the 
turn of the century by installer 
Bart Spillemaeckers to meet 
the rising demand for exclusive, 
timeless, and sophisticated 
switches. The inaugural series, 
SELECT, set the stage for Lithoss’ 
product range—a collection 
distinguished by its enduring 
design.

Over time, SELECT has evolved 
into a global trendsetter, 
boasting an impressive portfolio 
of reference projects, including 
renowned establishments like 
Hotel 1898 The Post in Belgium, 
the Rosewood Hotel in Austria, 
and Nana Beach Hotel in Crete, 
Greece.

Comprising a diverse spectrum 
of 15 finishes, the SELECT series 
offers unparalleled customization 
options for your switches. 
Through an ongoing process of 
radical innovation in materials 
and finishing techniques, the 
SELECT concept continually 
evolves. Prepare to be surprised 
by the timeless elegance and 
sophistication of SELECT.

Design by Bart Spillemaeckers Available shapes

Circum

Setups & Combinations

Select is also available 
in a Flush edition for a 
perfectly flat surface.
Ever thought about 
combining? Both Socket 
and Dimmer work great 
with Select.

Push 
Button
Casambi

Se
le

ct
Switches

The first 
series, 
but still 
surprising

Push 
Button
MAINS
Casambi

• 110V - 230V
• No battery needed
• Works as a mesh network repeater
• More functionalities
 -Scene cycling
 -Tunable white control

NEW
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B R I TA N N I C A

Tailored especially for on a British Standard double and 
Italian 504E electrical wall box. Our European standard 
collection is compatible with the single British Standard 
wall boxes. 
Horizontal & vertical solutions.

S TA N D A R D  C O L L E C T I O N

European Standard
Our products are originally designed for the standard 
European market using wallboxes with a heart to heart 
distance of 71mm. In a response to popular demand, 
Lithoss expanded its product range to the Italian, British 
and Swiss market by introducing the Opera, Britannica 
and Helvetica frames.

O P E R A

Designed for Italian Standard 503E and US single wall boxes. 
Horizontal & vertical solutions.

H E LV E T I C A

Swiss Standard
It wasn’t an easy job but thanks to great teamwork together 
with our Swiss distributor, we are proud to announce that 
we have our product ranges now compatible with the 
SWISS standard wall boxes round and square shaped. 

Textured 
White

NEWNEW

NEW DIMENSIONS SEE PAGE 114
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Setups &
combinations
O V E R V I E W S TA N D A R D  C O L L E C T I O N

Dimensions & wall boxes: see technical guide

Select

27

Bronze
Antique
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Nickel

C H O O S E 
Y O U R  F I N I S H

Matt White 
RAL9010

Stainless Steel

Textured 
Black

Nickel

Textured 
White

Gunpowder 
Black (Fusain)

Brass
Antique

Bronze 
Antique

Brushed 
Brass

Matt Black

Copper

Chrome

Anodic BrownAnodic Bronze Tin Antique

Brushed Titani-
um Ano

Brushed Gold 
Ano

Brushed Bronze 
Ano

Any RAL Colour
on demand

The visual options are equally important. 

Stainless steel, Matt Black, Tin Antique … 

what preference for colour and finish suits 

you most? Discover them all via our online 

configurator. 



 

Setups 
& combinations
Dimensions & wall boxes: see technical guide.

xx  Add the colours code at the end for any colours you desire:
  Add V behind the article code for vertical installation of plate.

DISCOVER ALL COMBINATION POSSIBIL IT IES WITH OUR CONFIGURATOR

Type Standard 
Collection Circum Opera

24V-250V push button

1T

Ni31xx

1R

CN31xx

1T

ON31xx

24V + led white Ni71xx CN71xx ON71xx

24V + led amber Ni81xx CN81xx ON81xx

KNX (led & temp sensor) NiS1xx CNK1xx ONK1xx

Teleruptor NiA1xx CNA1xx ONA1xx

Casambi NiT1xx CNT1xx ONT1xx

24V-250V push button

2T

Ni32xx

2R

CN32xx

2T

ON32xx

24V + led white Ni72xx CN72xx ON72xx

24V + led amber Ni82xx CN82xx ON82xx

KNX (led & temp sensor) NiS2xx CNK2xx ONK2xx

Casambi NiT2xx CNT2xx ONT2xx

24V-250V push button

3T

Ni33xx

3R

CN33xx

3T

ON33xx

24V + led white Ni73xx CN73xx ON73xx

24V + led amber Ni83xx CN83xx ON83xx

KNX (led & temp sensor) NiS3xx CNK3xx ONK3xx

Casambi NiT3xx CNT3xx ONT3xx

24V-250V push button

4T

Ni34xx

4R

CN34xx

4T

ON34xx

24V + led white Ni74xx CN74xx ON74xx

24V + led amber Ni84xx CN84xx ON84xx

KNX (led & temp sensor) NiS4xx CNK4xx ONK4xx

Casambi NiT4xx CNT4xx ONT4xx

Select
Type Standard 

Collection Circum Britannica

24V-250V push button

1T USB A

Ni310Uxx

1R USB A

CN310Uxx

1T USB A

BN310Uxx

24V + led white Ni710Uxx CN710Uxx BN710Uxx

24V + led amber Ni810Uxx CN810Uxx BN810Uxx

KNX (led & temp sensor) NiS10Uxx CNK10Uxx BNK10Uxx

Teleruptor NiA10Uxx CNA10Uxx BNA10Uxx

Casambi NiT10Uxx CNT10Uxx BNT10Uxx

24V-250V push button

44T

Ni3434xx

44R

CN3434xx

44T

BN3434xx

24V + led white Ni7474xx CN7474xx BN7474xx

24V + led amber Ni8484xx CN8484xx BN8484xx

KNX (led & temp sensor) NiS4K4xx CNK4K4xx BNK4K4xx

Casambi NiT4T4xx CNT4T4xx BNT4T4xx

24V-250V push button

42T

Ni3432xx

42R

CN3432xx

42T

BN3432xx

24V + led white Ni7472xx CN7472xx BN7472xx

24V + led amber Ni8482xx CN8482xx BN8482xx

KNX (led & temp sensor) NiS4K2xx CNK4K2xx BNK4K2xx

Casambi NiT4T2xx CNT4T2xx BNT4T2xx

24V-250V push button

41T

Ni3431xx

41R

CN3431xx

41T

BN3431xx

24V + led white Ni7471xx CN7471xx BN7471xx

24V + led amber Ni8481xx CN8481xx BN8481xx

KNX (led & temp sensor) NiS4K1xx CNK4K1xx BNK4K1xx

Casambi NiT4T1xx CNT4T1xx BNT4T1xx

Type EU  
(type F)

FR/BE  
(type E)

White Black White Black

24V-250V push button

1T1VN

Ni310Hxx Ni310Ixx Ni310Jxx Ni310Lxx

24V + led white Ni710Hxx Ni710Ixx Ni710Jxx Ni710Lxx

24V + led amber Ni810Hxx Ni810Ixx Ni810Jxx Ni810Lxx

KNX (led & temp sensor) NiS10Hxx NiS10Ixx NiS10Jxx NiS10Lxx

Teleruptor NiT10Hxx NiT10Ixx NiT10Jxx Ni310Lxx

Casambi NiT10Hxx NiT10Ixx NiT10Jxx NiT10Lxx

24V-250V push button

4R1VN

CN340Hxx CN340Ixx CN340Jxx CN340Lxx

24V + led white CN740Hxx CN740Ixx CN740Jxx CN740Lxx

24V + led amber CN840Hxx CN840Ixx CN840Jxx CN840Lxx

KNX (led & temp sensor) CNK40Hxx CNK40Ixx CNK40Jxx CNK40Lxx

Casambi CNT40Hxx CNT40Ixx CNT40Jxx CNT40Lxx

TYPE E 
Conformity to Standards 
for FRANCE according to NF C 
61-314 Standard.
for BELGIUM according to NBN C 
61-112-1 Standard.

Hole dia 68mm

OR

RECESSED WALL BOX INSTALLATION

Box with screws

1

PLACE COVERPLATE INTO FRAME

3

FIX FRAME TO WALL OR JUNCTION BOX WITH 
2 SCREWS (USE HOLES ON VERTICAL AXIS)

2

VOID Round NXT

Matt Black 18

Brass Antique 20

Copper

MADE IN BELGIUM 28/05/2020 - Art. 101974 - VERSION 5
Moortelmeers 23, B-8740 PITTEM - BELGIUM
Tel ++32(0)56 48 15 98 - info@lithoss.com - www.lithoss.com
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Anodic Bronze 44

Anodic Brown 45

Nickel 09

Textured White RAL9010 13

Tin Antique 19

Textured Black 14

Bronze Antique 17

Stainless Steel 01

Color Code

Gunpowder Black 03

Brushed Brass 06

Chrome 08

Matt White RAL9010 02

White EU (type F)

Black EU (type F)

Void Vo

Product Code

Module 

0H

0I

White FR-BE (type E) 0J

Black FR-BE (type E) 0L

Code

PRODUCT

EXAMPLE CODE Vo0W01: Void 1V Socket Round Black FR-BE Stainless Steel

MODULE (MAX 4 MODULES) COLOR

V o 0H 0 1

Installation

TYPE E TYPE F

CUSTOMER SERVICE
info@lithoss.com
www.lithoss.com
++32(0)56481598

Specifications Maximum current 16A

Rated Voltage 250V AC

RoHS RoHS compatible

*is 37mm for socket TYPE E

Conformity to Standards for FRANCE according to NF C 61-314 Standard
for BELGIUM according to NBN C 61-112-1 Standard

Conformity to Standards for GERMANY according to DIN VDE 0620-1 Standard

Name

Ref

min 45

40*

84

84 6.5

MAGNETIC 
ATTRACTION

cover plate 
CLICK

3

L

N

Terminal capacity up to: 2 x 2.5 mm² (AWG14)
Stripping: 12 mm

TYPE F 
Conformity to Standards
for GERMANY according to DIN 
VDE 0620-1 Standard.

Hole dia 68mm

OR

RECESSED WALL BOX INSTALLATION

Box with screws

1

PLACE COVERPLATE INTO FRAME

3

FIX FRAME TO WALL OR JUNCTION BOX WITH 
2 SCREWS (USE HOLES ON VERTICAL AXIS)

2

VOID Round NXT

Matt Black 18

Brass Antique 20

Copper

MADE IN BELGIUM 28/05/2020 - Art. 101974 - VERSION 5
Moortelmeers 23, B-8740 PITTEM - BELGIUM
Tel ++32(0)56 48 15 98 - info@lithoss.com - www.lithoss.com
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Anodic Bronze 44

Anodic Brown 45

Nickel 09

Textured White RAL9010 13

Tin Antique 19

Textured Black 14

Bronze Antique 17

Stainless Steel 01

Color Code

Gunpowder Black 03

Brushed Brass 06

Chrome 08

Matt White RAL9010 02

White EU (type F)

Black EU (type F)

Void Vo

Product Code

Module 

0H

0I

White FR-BE (type E) 0J

Black FR-BE (type E) 0L

Code

PRODUCT

EXAMPLE CODE Vo0W01: Void 1V Socket Round Black FR-BE Stainless Steel

MODULE (MAX 4 MODULES) COLOR

V o 0H 0 1

Installation

TYPE E TYPE F

CUSTOMER SERVICE
info@lithoss.com
www.lithoss.com
++32(0)56481598

Specifications Maximum current 16A

Rated Voltage 250V AC

RoHS RoHS compatible

*is 37mm for socket TYPE E

Conformity to Standards for FRANCE according to NF C 61-314 Standard
for BELGIUM according to NBN C 61-112-1 Standard

Conformity to Standards for GERMANY according to DIN VDE 0620-1 Standard

Name

Ref

min 45

40*

84

84 6.5

MAGNETIC 
ATTRACTION

cover plate 
CLICK

3

L

N

Terminal capacity up to: 2 x 2.5 mm² (AWG14)
Stripping: 12 mm

3130
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Cockpit presents the ultimate 
design solution for your 
renovation projects. This 
6-ampere two-way switch offers 
straightforward connection to 
your conventional installation, 
ensuring convenience and 
versatility. Available in the 
renowned stylish finishes of 
Lithoss, including the bestselling 
Bronze Antique and the popular 
Gunpowder Black, Cockpit 
adds a striking touch to both 
traditional and ultramodern 
interiors.

The distinctive character of the 
Cockpit switch shines through its 
handmade finishes and matching 
toggles. The cone shape evokes 
a classic and timeless aesthetic, 
while the knurling adds a sought-
after vintage appeal, elevating 
your switch with a touch of 
nostalgia.

Design by Lithoss Design Studio

Ever thought about 
combining? Both Void 
and Dimmer work great 
with Cockpit. 

2 Way 
Switch 
250V - 6A

2 Way 
Switch
+ Feedback 
light  
250V-6A

Push 
Button 
24V-250V 
10A

Push 
Button
+ Feedback 
light 
250V-10A

Shutter 
Switch  
250V -10A

Shutter 
Switch
+ Feedback 
light  
250V-10A

Cross 
Switch  
250V-6A

ASK FOR OUR SOLUTIONS WITH 
TEMPERATURE SENSOR, KNX AND LED 
FEEDBACK. 

Setups & Combinations

Technology

Available shapes

Circum

Co
ck

pi
t

Switches

That highly 
appreciated 
touch 
of vintage 
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S TA N D A R D  C O L L E C T I O N

European Standard
Our products are originally designed for the standard 
European market using wallboxes with a heart to heart 
distance of 71mm. In a response to popular demand, 
Lithoss expanded its product range to the Italian, British 
and Swiss market by introducing the Opera, Britannica 
and Helvetica frames.

B R I TA N N I C A

Fits only on a British Standard double and Italian 504E 
electrical wall box. Our European standard collection is 
compatible with the single British Standard wall boxes. 
Horizontal & vertical solutions.

O P E R A

Designed for Italian Standard 503E and US single wall boxes. 
Horizontal & vertical solutions.

84

117 6.5

84

117 6.5

84

117
6.5

142

84 6.5

142

84 6.5

117

84 6.5

ITUS Family  (Compatible with IT 503E and USA Single wallboxes)

Dimensions ITUS Family_V1 - 04/12/2019

*With ITUS Frame 

84

117 6.5

84

117 6.5

84

117
6.5

142

84 6.5

142

84 6.5

117

84 6.5

ITUS Family  (Compatible with IT 503E and USA Single wallboxes)

Dimensions ITUS Family_V1 - 04/12/2019

*With ITUS Frame 

GUNPOWDER BLACK 
KNURL

H E LV E T I C A

Swiss Standard
It wasn’t an easy job but thanks to great teamwork together 
with our Swiss distributor, we are proud to announce that 
we have our product ranges now compatible with the 
SWISS standard wall boxes  round and square shaped. 

NEWNEW

NEW DIMENSIONS SEE PAGE 114
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Setups &
combinations
O V E R V I E W

Dimensions & wall boxes: see technical guide

Cockpit

Bronze
Antique

39



4140

Brushed 
Brass

C H O O S E 
Y O U R  F I N I S H

Matt White 
RAL9010

Stainless Steel

Textured 
Black

Nickel

Textured 
White

Gunpowder 
Black (Fusain)

Brass
Antique

Bronze 
Antique

Brushed 
Brass

Matt Black

Copper

Chrome

Anodic BrownAnodic Bronze Tin Antique

Brushed Titani-
um Ano

Brushed Gold 
Ano

Brushed Bronze 
Ano

Any RAL Colour
on demand

The visual options are equally important. 

Stainless steel, Matt Black, Tin Antique … 

what preference for colour and finish suits 

you most? Discover them all via our online 

configurator. 



Setups 
& combinations
Dimensions & wall boxes: see technical guide:

xx  Add the colours code at the end for any colours you desire:
  Add V behind the article code for vertical installation of plate.

GET IN TOUCH FOR COMBINATIONS AND PERSONALISATION ON DEMAND

Cockpit
Type Standard 

Collection Circum Opera

250V 2-way

1C

Co11xx

1C

CC11xx

1C

OC11xx

250V shutter Co21xx CC21xx OC21xx

24V-250V push button Co31xx CC31xx OC31xx

250V Cross CoP1xx CCP1Px OCP1xx

250V 2-way + neon Co41xx CC41xx OC41xx

250V shutter + neon Co51xx CC51xx OC51xx

250V push button + neon Co61xx CC61xx OC61xx

250V 2-way

2C

Co12xx

2C

CC12xx

2C

OC12xx

250V shutter Co22xx CC22xx OC22xx

24V-250V push button Co32xx CC32xx OC32xx

250V 2-way + neon Co42xx CC42xx OC42xx

250V shutter + neon Co52xx CC52xx OC52xx

250V push button + neon Co62xx CC62xx OC62xx

Type Standard 
Collection Circum Britannica

250V 2-way

11C

Co1111xx

11C

CC1111xx

11C

BC1111xx

250V shutter Co2121xx CC2121xx BC2121xx

24V-250V push button Co3131xx CC3131xx BC3131xx

250V Cross CoP1P1xx CCP1P1xx OCP1P1xx

250V 2-way + neon Co4141xx CC4141xx BC4141xx

250V shutter + neon Co5151xx CC5151xx BC5151xx

250V push button + neon Co6161xx CC6161xx BC6161xx

250V 2-way

21C

Co1211xx

21C

CC1211xx

21C

BC1211xx

250V shutter Co2221xx CC2221xx BC2221xx

24V-250V push button Co3231xx CC3231xx BC3231xx

250V 2-way + neon Co4241xx CC4241xx BC4241xx

250V shutter + neon Co5251xx CC5251xx BC5251xx

250V push button + neon Co6261xx CC6261xx BC6261xx

Type EU  
(type F)

FR/BE  
(type E)

White Black White Black

250V 2-way

2C2V

Co120H0Hxx Co120I0Ixx Co120J0Jxx Co120L0Lxx

250V shutter Co220H0Hxx Co220I0Ixx Co220J0Jxx Co220L0Lxx

24V-250V push button Co320H0Hxx Co320I0Ixx Co320J0Jxx Co320L0Lxx

250V 2-way + neon Co420H0Hxx Co420I0Ixx Co420J0Jxx Co420L0Lxx

250V shutter + neon Co520H0Hxx Co520I0Ixx Co520J0Jxx Co520L0Lxx

250V push button + neon Co620H0Hxx Co620I0Ixx Co620J0Jxx Co620L0Lxx

TYPE E 
Conformity to Standards 
for FRANCE according to NF C 
61-314 Standard.
for BELGIUM according to NBN C 
61-112-1 Standard.

Hole dia 68mm

OR

RECESSED WALL BOX INSTALLATION

Box with screws

1

PLACE COVERPLATE INTO FRAME

3

FIX FRAME TO WALL OR JUNCTION BOX WITH 
2 SCREWS (USE HOLES ON VERTICAL AXIS)

2

VOID Round NXT

Matt Black 18

Brass Antique 20

Copper

MADE IN BELGIUM 28/05/2020 - Art. 101974 - VERSION 5
Moortelmeers 23, B-8740 PITTEM - BELGIUM
Tel ++32(0)56 48 15 98 - info@lithoss.com - www.lithoss.com
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Anodic Bronze 44

Anodic Brown 45

Nickel 09

Textured White RAL9010 13

Tin Antique 19

Textured Black 14

Bronze Antique 17

Stainless Steel 01

Color Code

Gunpowder Black 03

Brushed Brass 06

Chrome 08

Matt White RAL9010 02

White EU (type F)

Black EU (type F)

Void Vo

Product Code

Module 

0H

0I

White FR-BE (type E) 0J

Black FR-BE (type E) 0L

Code

PRODUCT

EXAMPLE CODE Vo0W01: Void 1V Socket Round Black FR-BE Stainless Steel

MODULE (MAX 4 MODULES) COLOR

V o 0H 0 1

Installation

TYPE E TYPE F

CUSTOMER SERVICE
info@lithoss.com
www.lithoss.com
++32(0)56481598

Specifications Maximum current 16A

Rated Voltage 250V AC

RoHS RoHS compatible

*is 37mm for socket TYPE E

Conformity to Standards for FRANCE according to NF C 61-314 Standard
for BELGIUM according to NBN C 61-112-1 Standard

Conformity to Standards for GERMANY according to DIN VDE 0620-1 Standard

Name

Ref

min 45

40*

84

84 6.5

MAGNETIC 
ATTRACTION

cover plate 
CLICK

3

L

N

Terminal capacity up to: 2 x 2.5 mm² (AWG14)
Stripping: 12 mm

TYPE F 
Conformity to Standards
for GERMANY according to DIN 
VDE 0620-1 Standard.

Hole dia 68mm

OR

RECESSED WALL BOX INSTALLATION

Box with screws

1

PLACE COVERPLATE INTO FRAME

3

FIX FRAME TO WALL OR JUNCTION BOX WITH 
2 SCREWS (USE HOLES ON VERTICAL AXIS)

2

VOID Round NXT

Matt Black 18

Brass Antique 20

Copper

MADE IN BELGIUM 28/05/2020 - Art. 101974 - VERSION 5
Moortelmeers 23, B-8740 PITTEM - BELGIUM
Tel ++32(0)56 48 15 98 - info@lithoss.com - www.lithoss.com

29

Anodic Bronze 44

Anodic Brown 45

Nickel 09

Textured White RAL9010 13

Tin Antique 19

Textured Black 14

Bronze Antique 17

Stainless Steel 01

Color Code

Gunpowder Black 03

Brushed Brass 06

Chrome 08

Matt White RAL9010 02

White EU (type F)

Black EU (type F)

Void Vo

Product Code

Module 

0H

0I

White FR-BE (type E) 0J

Black FR-BE (type E) 0L

Code

PRODUCT

EXAMPLE CODE Vo0W01: Void 1V Socket Round Black FR-BE Stainless Steel

MODULE (MAX 4 MODULES) COLOR

V o 0H 0 1

Installation

TYPE E TYPE F

CUSTOMER SERVICE
info@lithoss.com
www.lithoss.com
++32(0)56481598

Specifications Maximum current 16A

Rated Voltage 250V AC

RoHS RoHS compatible

*is 37mm for socket TYPE E

Conformity to Standards for FRANCE according to NF C 61-314 Standard
for BELGIUM according to NBN C 61-112-1 Standard

Conformity to Standards for GERMANY according to DIN VDE 0620-1 Standard

Name

Ref

min 45

40*

84

84 6.5

MAGNETIC 
ATTRACTION

cover plate 
CLICK

3

L

N

Terminal capacity up to: 2 x 2.5 mm² (AWG14)
Stripping: 12 mm

42 43



4544
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The “Cosmopolitan” collection 
redefines elegance within the 
hospitality world, seamlessly 
blending design and function.

It delivers a perfect balance of 
sleek aesthetics and intuitive 
performance.
Available in a palette of refined
finishes, the cosmopolitan range 
complements any interior with 
subtle elegance.

This offers a stylish and practical 
solution for hotel hallways, 
featuring customizable room 
number options to suit any 
layout or branding. Beyond 
its functional use in hospitality 
spaces, it also brings the 
luxurious, welcoming vibe of 
a hotel directly into your own 
bedroom, adding a touch of 
elegance and sophistication to 
your personal space.

Design by Lithoss Design Studio

Available shapes

Circum

Setups & Combinations

Co
sm

op
ol

ita
n

NEW

Room
service!

Many combinations
possible.

scan to download
the Cosmopolitan leaflet

46

http://www.tal.be
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Setups &
combinations
O V E R V I E W

Cosmopolitan
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Available in stylish black, this 
modern control panel brings 
smart functionality to any 
space. It’s designed for humid 
environments and fits standard 
European wall boxes. 
 
Intuitive & Customizable 
Featuring a vibrant color 
display and built-in sensors for 
temperature, humidity, light, and 
movement, it adjusts to your 
environment automatically. 
 

Versatile Features 
Control lighting, blinds, heating, 
air conditioning, and more—all 
from one sleek device. 
Create up to 64 custom scenes 
and manage everything with 
ease. 
 
User-Friendly Design 
With adjustable brightness, 
light and dark modes, optional 
password protection, and 
support for schedules and 
alerts, it’s built for comfort and 
convenience.

For full features, see the product 
manual.Design by Lithoss Design Studio

Available shapes

Ro
om

co
nt

ro
lle

r
NEW

You are in
control.

scan to download
the Roomcontroller manual

Lithoss Roomcontroller

MADE IN BELGIUM 04/07/2024 - Art. 130131 - VERSION 3
Moortelmeers 23, B-8740 PITTEM - BELGIUM
Tel ++32(0)56 48 15 98 - info@lithoss.com - www.lithoss.com

White 02

Color Code

Black 18

KNX SVE1

Technology Code

Product Code

Roomcontroller Ro

PRODUCT

EXAMPLE CODE RoSVE118: Lithoss Roomcontroller KNX - Black

TECHNOLOGY COLOR

Ro SVE1 1 8

Dimensions (mm)

Mounting

Connection diagram

Main functions

Download links

Specifications
Power Supply 12~30VDC 2W External PSU

KNX Bus Current 3mA (Only for communication)

Push Buttons 1x KNX Programming Button

Sensors Temperature sensor (±0,2°C sens)
Humidity sensor (±2% RH sens)

Air Quality sensor (0-500 VOC index)*
Brightness sensor (up to 1800 Lux)

Proximity sensor (up to 300mm)

Interfaces IPS Touch Screen

Commissioning Mode S-Mode

Type of Protection IP20

Temperature Range

*Air Quality Sensor depends on model, currently not standard equipped

Operation (-5°C ... 45°C)
Storage (-25°C ... 60°C)

Max Air Humidity < 90 RH

Certification KNX Certified

Configuration Configuration with ETS

NL   Installatie- en onderhoudsrichtlijnen met betrekking tot fabrieksgarantie

             De plaatsing, de aansluiting en het uittesten van dit toestel dient steeds te gebeuren door een erkend elektro-installateur. 

             Dit toestel moet geïnstalleerd, verbonden en getest worden volgens de nationaal geldende reglementen op elektrische installaties.   

             Deze technische bijsluiter dient te worden beschouwd als een onderdeel van de algemene verkoopsvoorwaarden van Lithoss NV/SA.

             De elektro-installateur is verantwoordelijk voor het gebruik van compatibele apparaten die voldoen aan de geldende CE en IEC normen.

             Gebruik steeds de bijgeleverde tool voor het verwijderen van de afdekplaat.

             Reinig het toestel enkel met een zachte en licht vochtige doek zonder reinigingsmiddel.

             Leg altijd eerst de elektriciteit af alvorens te plaatsen en installeren.

1 

2 

3 

4 

5 

6 

7 

1 

2

 

3 

4 

5 

6 

7 

EN   Installation and maintenance instructions associated to the manufacturer’s warranty

             The installation, connection and testing of this device should always be performed by a recognized electrician/installer.

             This device needs to be installed, connected and tested according to the oªcial national instruction guide for electrical

             installations.

             This technical manual is to be considered as an additional term to the general sales conditions of Lithoss NV/SA.

             The installer is responsible for the use of compatible products which meet the CE and IEC rules.

             Always use the push pin for the removal of the cover plate.

             Clean the device only with a soft and slightly wet piece of cloth without any detergent.

             Always switch o« the electricity before installation.

DE   Installations- / Wartungsanweisungen des Herstellers-/ Verbundes für die Garantie.  

             Die Installation-/ Anschluss und Prüfung dieses Gerätes sollte immer von einem anerkannten Elektriker / Installateur durchgeführt werden.

             Dieses Gerät muss nach der oªziellen nationalen Gebrauchsanweisung für die Elektroinstallation  geprüft, angeschlossen und installiert sein.

             Dieses technische Handbuch soll eine zusätzliche Bedingung  zu den allgemeinen Geschäftsbedingungen von Lithoss NV / SA in Betracht 

             gezogen werden.

             Der Installateur ist für die Verwendung-/ den Gebrauch von kompatiblen Produkten, die der CE und IEC- Regeln entsprechen, verantwortlich.  

             Verwenden Sie immer den Push-Pin für das Entfernen der Deckplatte.

             Reinigen Sie das Gerät nur mit einem weichen, leicht feuchten Tuch ohne Reinigungsmittel.

             Vor Installations- und Wartungsarbeiten immer erst die Stromzufuhr von der Hauptleitung ausschalten.

FR  Instructions d'installations et d’entretien à respecter vis-à-vis de la garantie d’usine. 

             Le placement, le raccordement et les essais de cet appareil doivent toujours être e«ectués par un électricien / installateur  

             agréé. 

             Cet appareil doit être installé, branché et testé suivant le règlement national sur les installations électriques en vigueur. 

             Ce manuel d’installation technique représente une partie des conditions générales de vente de Lithoss nv /sa.

             L’installateur est responsable pour l’usage des produits compatibles, qui sont conformes aux normes CE et IEC en vigueur.  

             Utilisez toujours le ‘push pin’ pour l’écartement de la plaque de finition.

             Nettoyez l’appareil uniquement avec un chi«on doux et légèrement humide sans détergent.

             Toujours débrancher l’électricité AVANT l’installation!

1 

2

3 

4 

5 

6 

7 

1 

2

3 

4 

5 

6 

7 

Name

Ref A USB Port

B KNX Programming Button

RECESSED WALLBOX INSTALLATION1

FIX METAL FRAME TO WALL OR JUNCTION BOX WITH 2 SCREWS 2

CONNECT THE KNX CABLE, POWER CABLE AND OTHER OPTIONAL CABLES3

INSERT THE ROOMCONTROLLER INTO THE METAL FRAME4

Safety instructions

Marks

- All installations should only be performed by qualified personnel
following applicable regulations on preventing accidents,
as required by law.

- Do not connect the main voltage (230VAC) or any other 
external voltages to any point of the KNX bus.

- Connecting an external voltage might put the KNX system at risk.
- Ensure that there is enough insulation between 230VAC

voltage cables and the KNX bus.
- Do not expose this device to direct sunlight, rain or high humidity.
- Clean the product with a clean, soft, damp cloth.
- Do not use aerosol sprays, solvents or abrasives that might

damage the device.
- Screw down strength is 1Nm.

CE: The device complies with
Electromagnetic Compatibility Directive (2014/30/EU)
Low Voltage Directive (2014/35/EU)
Restricting the Use of Hazardous Substances Directive (2011/65/EU)

Tests carried out according to
EN 55032, EN 55035, EN 61000-4-3,
EN IEC 62368-1, EN IEC 63044-3, EN IEC 63044-5-2 

- Up to 128 functions can be controlled separately.
- Up to 20 functions pages that can control di«erent functions. 
- Switching, toggle, dimming, shutter/blinds controls, predetermined scenes by 

users, value functions that can send presented values, 2 channels control 
functions, step switching, music control and thermostat extension features 
are available. 

- It can measure with integrated temperature, humidity, brightness, proximity 
and air quality (depending on the model) sensors. 

- Configurable and programmable external inputs as analog or digital over ETS. 
Analog inputs can be Thermal NTC Probes or Brightness sensors. Digital 
inputs can be NO or NC contacts.

- Scenes from 1 to 64 can be specified and these scenes can be implemented 
by request. 

- Room temperature regulation can be done with 2 –Points (Hysteresis), PWM 
or Continuous PI control options. 

- Operating modes: comfort, standby, economy and protection. 
- Automatic switching between operating modes via the weekly program.
- Enhanced and extended air conditioner control functions. 
- Enhanced and extended touchable LCD screen functions. The user can be 

configured the function pages. 
- Thermostat control, AC control, Music system con-trol, RGB or RGBW 

control, Dimming control, Dimming Tunable White control and 
Shutter/Blinds/Jalousie control etc. can be controlled on function pages 
specially designed for these functions. 

- Home-page navigation function.
- Meter information page, sensor information page and weather information 

page are available. The users can track the up to 8 sensor values, up to 8 
energy metering values and weekly weather information. 

- Timer and alarm functions are available. The users can set the timer for 
specific time and after the time is up, a communication object can be sent the 
bus. The users can set the alarm for specific time and after the time is up, 
selected alarm tone is played. The timers and alarms can be turned on or o« 
via the device. 

- Password screen is available. Up to 4 passwords can be set. 
- Screen saver function is available. The users can set the screen saver. The 

screen saver can be analog or digital clock. Additionally screen saver can 
decrease or o« the backlight for energy saving. 

- The users can change the system language via the device. 
- Display time, date, temperature and humidity.
- Proximity sensor, adjustment of screen brightness, colourful strip, vibration 

feedback when touch. 
- Logic and converter functions, AND, OR, XOR, gate forwarding, threshold 

comparator and conversion of di«erent data point types. 

KNX Roomcontroller Parameter Handbook:
https://www.lithoss.be/images/uploads/pdf/Lithoss_KNX_Roomcontroller_Parameter_Handbook_-_V1.pdf

ETS FILE KNX Roomcontroller:
https://www.lithoss.be/images/uploads/dealers/Downloads/LITHOSS_KNX-ROOMCONTROLLER.zip
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Recommended wallbox depth is at least 40mm

Screws not included

CUSTOMER SERVICE
info@lithoss.com  www.lithoss.com  ++32(0)56481598

Lithoss Roomcontroller

MADE IN BELGIUM 04/07/2024 - Art. 130131 - VERSION 3
Moortelmeers 23, B-8740 PITTEM - BELGIUM
Tel ++32(0)56 48 15 98 - info@lithoss.com - www.lithoss.com

White 02

Color Code

Black 18

KNX SVE1

Technology Code

Product Code

Roomcontroller Ro

PRODUCT

EXAMPLE CODE RoSVE118: Lithoss Roomcontroller KNX - Black

TECHNOLOGY COLOR

R o SVE1 1 8

Dimensions (mm)

Mounting

Connection diagram

Main functions

Download links

Specifications
Power Supply 12~30VDC 2W External PSU

KNX Bus Current 3mA (Only for communication)

Push Buttons 1x KNX Programming Button

Sensors Temperature sensor (±0,2°C sens)
Humidity sensor (±2% RH sens)

Air Quality sensor (0-500 VOC index)*
Brightness sensor (up to 1800 Lux)

Proximity sensor (up to 300mm)

Interfaces IPS Touch Screen

Commissioning Mode S-Mode

Type of Protection IP20

Temperature Range

*Air Quality Sensor depends on model, currently not standard equipped

Operation (-5°C ... 45°C)
Storage (-25°C ... 60°C)

Max Air Humidity < 90 RH

Certification KNX Certified

Configuration Configuration with ETS

NL   Installatie- en onderhoudsrichtlijnen met betrekking tot fabrieksgarantie

             De plaatsing, de aansluiting en het uittesten van dit toestel dient steeds te gebeuren door een erkend elektro-installateur. 

             Dit toestel moet geïnstalleerd, verbonden en getest worden volgens de nationaal geldende reglementen op elektrische installaties.   

             Deze technische bijsluiter dient te worden beschouwd als een onderdeel van de algemene verkoopsvoorwaarden van Lithoss NV/SA.

             De elektro-installateur is verantwoordelijk voor het gebruik van compatibele apparaten die voldoen aan de geldende CE en IEC normen.

             Gebruik steeds de bijgeleverde tool voor het verwijderen van de afdekplaat.

             Reinig het toestel enkel met een zachte en licht vochtige doek zonder reinigingsmiddel.

             Leg altijd eerst de elektriciteit af alvorens te plaatsen en installeren.

1 

2 
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7 

1 
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3 

4 
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EN   Installation and maintenance instructions associated to the manufacturer’s warranty

             The installation, connection and testing of this device should always be performed by a recognized electrician/installer.

             This device needs to be installed, connected and tested according to the oªcial national instruction guide for electrical

             installations.

             This technical manual is to be considered as an additional term to the general sales conditions of Lithoss NV/SA.

             The installer is responsible for the use of compatible products which meet the CE and IEC rules.

             Always use the push pin for the removal of the cover plate.

             Clean the device only with a soft and slightly wet piece of cloth without any detergent.

             Always switch o« the electricity before installation.

DE   Installations- / Wartungsanweisungen des Herstellers-/ Verbundes für die Garantie.  

             Die Installation-/ Anschluss und Prüfung dieses Gerätes sollte immer von einem anerkannten Elektriker / Installateur durchgeführt werden.

             Dieses Gerät muss nach der oªziellen nationalen Gebrauchsanweisung für die Elektroinstallation  geprüft, angeschlossen und installiert sein.

             Dieses technische Handbuch soll eine zusätzliche Bedingung  zu den allgemeinen Geschäftsbedingungen von Lithoss NV / SA in Betracht 

             gezogen werden.

             Der Installateur ist für die Verwendung-/ den Gebrauch von kompatiblen Produkten, die der CE und IEC- Regeln entsprechen, verantwortlich.  

             Verwenden Sie immer den Push-Pin für das Entfernen der Deckplatte.

             Reinigen Sie das Gerät nur mit einem weichen, leicht feuchten Tuch ohne Reinigungsmittel.

             Vor Installations- und Wartungsarbeiten immer erst die Stromzufuhr von der Hauptleitung ausschalten.

FR  Instructions d'installations et d’entretien à respecter vis-à-vis de la garantie d’usine. 

             Le placement, le raccordement et les essais de cet appareil doivent toujours être e«ectués par un électricien / installateur  

             agréé. 

             Cet appareil doit être installé, branché et testé suivant le règlement national sur les installations électriques en vigueur. 

             Ce manuel d’installation technique représente une partie des conditions générales de vente de Lithoss nv /sa.

             L’installateur est responsable pour l’usage des produits compatibles, qui sont conformes aux normes CE et IEC en vigueur.  

             Utilisez toujours le ‘push pin’ pour l’écartement de la plaque de finition.

             Nettoyez l’appareil uniquement avec un chi«on doux et légèrement humide sans détergent.

             Toujours débrancher l’électricité AVANT l’installation!
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Name

Ref A USB Port

B KNX Programming Button

RECESSED WALLBOX INSTALLATION1

FIX METAL FRAME TO WALL OR JUNCTION BOX WITH 2 SCREWS 2

CONNECT THE KNX CABLE, POWER CABLE AND OTHER OPTIONAL CABLES3

INSERT THE ROOMCONTROLLER INTO THE METAL FRAME4

Safety instructions

Marks

- All installations should only be performed by qualified personnel
following applicable regulations on preventing accidents,
as required by law.

- Do not connect the main voltage (230VAC) or any other 
external voltages to any point of the KNX bus.

- Connecting an external voltage might put the KNX system at risk.
- Ensure that there is enough insulation between 230VAC

voltage cables and the KNX bus.
- Do not expose this device to direct sunlight, rain or high humidity.
- Clean the product with a clean, soft, damp cloth.
- Do not use aerosol sprays, solvents or abrasives that might

damage the device.
- Screw down strength is 1Nm.

CE: The device complies with
Electromagnetic Compatibility Directive (2014/30/EU)
Low Voltage Directive (2014/35/EU)
Restricting the Use of Hazardous Substances Directive (2011/65/EU)

Tests carried out according to
EN 55032, EN 55035, EN 61000-4-3,
EN IEC 62368-1, EN IEC 63044-3, EN IEC 63044-5-2 

- Up to 128 functions can be controlled separately.
- Up to 20 functions pages that can control di«erent functions. 
- Switching, toggle, dimming, shutter/blinds controls, predetermined scenes by 

users, value functions that can send presented values, 2 channels control 
functions, step switching, music control and thermostat extension features 
are available. 

- It can measure with integrated temperature, humidity, brightness, proximity 
and air quality (depending on the model) sensors. 

- Configurable and programmable external inputs as analog or digital over ETS. 
Analog inputs can be Thermal NTC Probes or Brightness sensors. Digital 
inputs can be NO or NC contacts.

- Scenes from 1 to 64 can be specified and these scenes can be implemented 
by request. 

- Room temperature regulation can be done with 2 –Points (Hysteresis), PWM 
or Continuous PI control options. 

- Operating modes: comfort, standby, economy and protection. 
- Automatic switching between operating modes via the weekly program.
- Enhanced and extended air conditioner control functions. 
- Enhanced and extended touchable LCD screen functions. The user can be 

configured the function pages. 
- Thermostat control, AC control, Music system con-trol, RGB or RGBW 

control, Dimming control, Dimming Tunable White control and 
Shutter/Blinds/Jalousie control etc. can be controlled on function pages 
specially designed for these functions. 

- Home-page navigation function.
- Meter information page, sensor information page and weather information 

page are available. The users can track the up to 8 sensor values, up to 8 
energy metering values and weekly weather information. 

- Timer and alarm functions are available. The users can set the timer for 
specific time and after the time is up, a communication object can be sent the 
bus. The users can set the alarm for specific time and after the time is up, 
selected alarm tone is played. The timers and alarms can be turned on or o« 
via the device. 

- Password screen is available. Up to 4 passwords can be set. 
- Screen saver function is available. The users can set the screen saver. The 

screen saver can be analog or digital clock. Additionally screen saver can 
decrease or o« the backlight for energy saving. 

- The users can change the system language via the device. 
- Display time, date, temperature and humidity.
- Proximity sensor, adjustment of screen brightness, colourful strip, vibration 

feedback when touch. 
- Logic and converter functions, AND, OR, XOR, gate forwarding, threshold 

comparator and conversion of di«erent data point types. 

KNX Roomcontroller Parameter Handbook:
https://www.lithoss.be/images/uploads/pdf/Lithoss_KNX_Roomcontroller_Parameter_Handbook_-_V1.pdf

ETS FILE KNX Roomcontroller:
https://www.lithoss.be/images/uploads/dealers/Downloads/LITHOSS_KNX-ROOMCONTROLLER.zip
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Recommended wallbox depth is at least 40mm

Screws not included

CUSTOMER SERVICE
info@lithoss.com  www.lithoss.com  ++32(0)56481598
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http://www.tal.be
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Aesteem, a fusion of ‘aesthetics’ 
and ‘esteem’, was honored with 
the Henry van de Velde label and 
also received a design award in 
the same year. This recognition 
is attributed, among other 
factors, to the switch’s sleek and 
architectural appearance. Like all 
other Lithoss products, Aesteem 
boasts a distinctive design 
centered around the square as 
its basic form.

The switch meets all 
contemporary requirements 
without compromising on 
authenticity and craftsmanship. 
Aesteem stands out as 
the only switch capable 
of accommodating 8 push 
buttons within a single module. 
Additionally, Aesteem offers 
sockets in the same design, 
providing a cohesive solution to 
complete your project.

Design by  
Pieter Stichelbaut &  
Matthias De Buck

Ae
st

ee
m

Switches
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C H O O S E 
Y O U R  F I N I S H

The visual options are equally important. 

Textured Black, Anodic Bronze… what 

preference for colour and finish suits you 

most? Discover them all via our online 

configurator. 

Push 
Button 
24V

Push 
Button
24V +  
Feedback 
RGB

Push  
Button 
24V 
orientation 
RGB

Push Button  
24V  
orientation RGB 
& Feedback 
RGB

Technology

Textured 
Black

Textured 
White

Bronze 
Antique

Anodic BrownAnodic Bronze

Get the 
most out  
of a switch
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For our DIMMER collection, 
showcasing a contemporary 
vintage aesthetic, we drew 
inspiration from the handles and 
cone-shaped buttons found in a 
cockpit. Despite how common 
dimming modules and home 
automation systems have 
become, there’s still a special 
satisfaction in physically turning a 
button to create atmosphere and 
coziness. Lithoss offers you the 

opportunity to do so in style. 
The design of the button—
whether the traditional cone 
shape or the diamond-pattern 
knurl shape—is a testament 
to true craftsmanship: skillfuly 
shaped with an excellent grip 
and an authentic touch. Paired 
with the cockpit switch, you can 
effortlessly infuse a contemporary 
vintage look into your interior 
with sophistication.

Dimmers

Design by Lithoss Design Studio

56

Ever thought about 
combining? Dimmer 
works great with Select, 
Luminairies and Cockpit.KNX 

dimmer 
1-10V
dimmer

Mains
dimmer

Setups & CombinationsTechnology

Available shapes

Circum

-- ++

Casambi
dimmer 

Adjust the 
atmosphere
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C A S A M B I  D I M M E R

Lithoss likes to keep innovating, so we are proud to 
be the only manufacturer in the world to present to 
you our wireless CASAMBI dimmer. Our rotary dimmer 
allows you to dim light fixtures perfectly in 3 colours: 
RGB, Tunable White and MonoCOLOUR white. 

NEW

S U R FA C E  B O X

Place your mobile casambi dimmer wherever seems 
most convenient to you by using our angled surface 
box, ref. ACC016. 

NEW

•F U L LY  C U S T O M I Z A B L E
•W I R E L E S S
•B AT T E R Y P O W E R E D
•I N C R E M E N TA L R O TAT I O N
•M O N O C O L O U R ,  T U N A B L E  W H I T E  A N D  R G B  D I M M I N G
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Consider the convenience of 
combining a switch with a socket 
in one panel.
This section showcases a range of 
sockets that aligns perfectly with 
Lithoss’ design philosophy. While 
our Void collection was previously 
known solely for its square shape, 
since the beginning of 2021, 
we’ve introduced sockets in a 
round form, adding a touch of 
gracefulness to the collection.
To ensure global compatibility, 
we’ve expanded our range to 
include Opera, Britanica and 
Helvetica. Whereas Opera caters 
to the Italian market’s needs and 
Britannica focuses on the refined 
implementation of British sockets, 
you can now also find our elegant 
solutions for the Swiss market 
with our new Helvetica range.

Within our Void Square collection, 
you have the freedom to choose 
the desired module for installation 
within our 45x45 square opening. 
Please note that the module is 
not included in the delivery.
With our Void round series, our 
square cover plates come with a 
round power outlet opening, to 
give you that modern touch and 
sleek appearance.

Love the elegance of round 
shapes? With our Circum socket 
series, we’re taking it to the next 
level! This latest addition to our 
range embodies the captivating 
charm of rounded aesthetics, 
where every detail is carefully 
considered to radiate elegance. 

Design by Lithoss Design Studio 
& Bart Spillemaeckers

So
ck

et
s

Sockets

Ideal to combine with
Select, Squares, Dimmer  
and Cockpit 

Setups & Combinations

VOID SQUARE: MODULE IS NOT INCLUDED

Available shapes

Circum

Designed for 
functionality

62

Anodic Bronze
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H E LV E T I C A

Swiss Standard
It wasn’t an easy job but thanks to great teamwork together 
with our Swiss distributor, we are proud to announce that 
we have our product ranges now compatible with the 
SWISS standard wall boxes  round and square shaped. 

NEW

B R I TA N N I C A

Fits only on a British Standard double and Italian 504E 
electrical wall box. Our European standard collection is 
compatible with the single British Standard wall boxes. 
Horizontal & vertical solutions.

S TA N D A R D  C O L L E C T I O N

European Standard
Our products are originally designed for the standard 
European market using wallboxes with a heart to heart 
distance of 71mm. In a response to popular demand, 
Lithoss expanded its product range to the Italian, British 
and Swiss market by introducing the Opera, Britannica 
and Helvetica frames.

O P E R A

Designed for Italian Standard 503E and US single wall boxes. 
Horizontal & vertical solutions.

Textured 
White

NEW

65

NEW DIMENSIONS SEE PAGE 114
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Bronze 
Antique

Sockets

Setups &
combinations
O V E R V I E W

Dimensions & wall boxes: see technical guide
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Brushed Bronze 
Ano

C H O O S E 
Y O U R  F I N I S H

Matt White 
RAL9010

Stainless Steel

Textured 
Black

Nickel

Textured 
White

Gunpowder 
Black (Fusain)

Brass
Antique

Bronze 
Antique

Brushed 
Brass

Matt Black

Copper

Chrome

Anodic BrownAnodic Bronze Tin Antique

Brushed Titani-
um Ano

Brushed Gold 
Ano

Brushed Bronze 
Ano

Any RAL Colour
on demand

The visual options are equally important. 

Stainless steel, Matt Black, Tin Antique … 

what preference for colour and finish suits 

you most? Discover them all via our online 

configurator. 



Setups 
& combinations
Dimensions & wall boxes: see technical guide:

xx  Add the colours code at the end for any colours you desire:
  Add V behind the article code for vertical installation of plate.

EU  
(type F)

FR/BE  
(type E)

Void Round White Black White Black

Vo0Hxx Vo0Ixx Vo0Jxx Vo0Lxx

Vo0H0Hxx Vo0I0Ixx Vo0J0Jxx Vo0L0Lxx

Vo0H0H0Hxx Vo0I0I0Ixx Vo0J0J0Jxx Vo0L0L0Lxx

Vo0H0H0H0Hxx Vo0I0I0I0Ixx Vo0J0J0J0Jxx Vo0L0L0L0Lxx

Sockets

GET IN TOUCH FOR COMBINATIONS AND PERSONALISATION ON DEMAND

EU  
(type F)

FR/BE  
(type E)

Circum  
Void Round White Black White Black

CV0Hxx CV0Ixx CV0Jxx CV0Lxx

CV0H0Hxx CV0I0Ixx CV0J0Jxx CV0L0Lxx

CV0H0H0Hxx CV0I0I0Ixx CV0J0J0Jxx CV0L0L0Lxx

TYPE E 
Conformity to Standards 
for FRANCE according to NF C 
61-314 Standard.
for BELGIUM according to NBN C 
61-112-1 Standard.

Hole dia 68mm

OR

RECESSED WALL BOX INSTALLATION

Box with screws

1

PLACE COVERPLATE INTO FRAME

3

FIX FRAME TO WALL OR JUNCTION BOX WITH 
2 SCREWS (USE HOLES ON VERTICAL AXIS)

2

VOID Round NXT

Matt Black 18

Brass Antique 20

Copper

MADE IN BELGIUM 28/05/2020 - Art. 101974 - VERSION 5
Moortelmeers 23, B-8740 PITTEM - BELGIUM
Tel ++32(0)56 48 15 98 - info@lithoss.com - www.lithoss.com
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Anodic Bronze 44

Anodic Brown 45

Nickel 09

Textured White RAL9010 13

Tin Antique 19

Textured Black 14

Bronze Antique 17

Stainless Steel 01

Color Code

Gunpowder Black 03

Brushed Brass 06

Chrome 08

Matt White RAL9010 02

White EU (type F)

Black EU (type F)

Void Vo

Product Code

Module 

0H

0I

White FR-BE (type E) 0J

Black FR-BE (type E) 0L

Code

PRODUCT

EXAMPLE CODE Vo0W01: Void 1V Socket Round Black FR-BE Stainless Steel

MODULE (MAX 4 MODULES) COLOR

V o 0H 0 1

Installation

TYPE E TYPE F

CUSTOMER SERVICE
info@lithoss.com
www.lithoss.com
++32(0)56481598

Specifications Maximum current 16A

Rated Voltage 250V AC

RoHS RoHS compatible

*is 37mm for socket TYPE E

Conformity to Standards for FRANCE according to NF C 61-314 Standard
for BELGIUM according to NBN C 61-112-1 Standard

Conformity to Standards for GERMANY according to DIN VDE 0620-1 Standard

Name

Ref

min 45

40*

84

84 6.5

MAGNETIC 
ATTRACTION

cover plate 
CLICK

3

L

N

Terminal capacity up to: 2 x 2.5 mm² (AWG14)
Stripping: 12 mm

TYPE F 
Conformity to Standards
for GERMANY according to DIN 
VDE 0620-1 Standard.

Hole dia 68mm

OR

RECESSED WALL BOX INSTALLATION

Box with screws

1

PLACE COVERPLATE INTO FRAME

3

FIX FRAME TO WALL OR JUNCTION BOX WITH 
2 SCREWS (USE HOLES ON VERTICAL AXIS)

2

VOID Round NXT

Matt Black 18

Brass Antique 20

Copper

MADE IN BELGIUM 28/05/2020 - Art. 101974 - VERSION 5
Moortelmeers 23, B-8740 PITTEM - BELGIUM
Tel ++32(0)56 48 15 98 - info@lithoss.com - www.lithoss.com
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Anodic Bronze 44

Anodic Brown 45

Nickel 09

Textured White RAL9010 13

Tin Antique 19

Textured Black 14

Bronze Antique 17

Stainless Steel 01

Color Code

Gunpowder Black 03

Brushed Brass 06

Chrome 08

Matt White RAL9010 02

White EU (type F)

Black EU (type F)

Void Vo

Product Code

Module 

0H

0I

White FR-BE (type E) 0J

Black FR-BE (type E) 0L

Code

PRODUCT

EXAMPLE CODE Vo0W01: Void 1V Socket Round Black FR-BE Stainless Steel

MODULE (MAX 4 MODULES) COLOR

V o 0H 0 1

Installation

TYPE E TYPE F

CUSTOMER SERVICE
info@lithoss.com
www.lithoss.com
++32(0)56481598

Specifications Maximum current 16A

Rated Voltage 250V AC

RoHS RoHS compatible

*is 37mm for socket TYPE E

Conformity to Standards for FRANCE according to NF C 61-314 Standard
for BELGIUM according to NBN C 61-112-1 Standard

Conformity to Standards for GERMANY according to DIN VDE 0620-1 Standard

Name

Ref

min 45

40*

84

84 6.5

MAGNETIC 
ATTRACTION

cover plate 
CLICK

3

L

N

Terminal capacity up to: 2 x 2.5 mm² (AWG14)
Stripping: 12 mm

70

Void Square

Vo0Exx

Vo0E0Exx

Vo0E0E0Exx

Vo0E0E0E0Exx

Standard collection Opera

USB C+C Vo0U2xx OV0U2xx 

USB A+C Vo0U1xx OV0U1xx

UTP

Vo0U8xx OV0U8xx

Vo0U9xx OV0U9xx

MK VoMExx

BRITANNICA

British standard White Black

Br0Qxx Br0Rxx

Br0Q0Qxx Br0R0Rxx

DID YOU KNOW WE ARE COMPATIBLE WITH OTHER SOCKET+USB MODULES?
PLEASE CONTACT US TO OBTAIN MORE INFO : INFO@LITHOSS.COM

71
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C H O O S E 
Y O U R  F I N I S H

Matt White 
RAL9010

Stainless Steel

Textured 
Black

Nickel

Textured 
White

Gunpowder 
Black (Fusain)

Brass
Antique

Bronze 
Antique

Brushed 
Brass

Matt Black

Copper

Chrome

Anodic BrownAnodic Bronze Tin Antique

Brushed Titani-
um Ano

Brushed Gold 
Ano

Brushed Bronze 
Ano

Any RAL Colour
on demand

The visual options are equally important. 

Stainless steel, Matt Black, Tin Antique … 

what preference for colour and finish suits 

you most? Discover them all via our online 

configurator. 
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ADD LUMINAIRES
TO YOUR 
CONFIGURATION
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Luminaires

The LUMINAIRES collection 
serves as the perfect finishing 
touch to any turnkey project, 
whether in residential or 
hospitality settings. The Lithoss 
design blends functionality with 
creativity, making it suitable for a 
variety of applications.

A standout feature of the 
collection is the Lithoss 
push button & reading light 
combination, a bestseller that 
exemplifies the perfect synergy 
between Lithoss and our sister 
company TAL. 

This luminaire can be effortlessly 
combined on a 2-fold, 3-fold, or 
even 4-fold front plate, offering 
versatility and customization 
options. Additionally, the 
Gatekeeper and Nightguide 
are innovative design solutions 
designed for orientation lighting 
in spaces such as stairwells and 
hotel rooms, enhancing both 
safety and ambiance.

Design by Lithoss Design Studio & 
TAL

Luminaires works great with 
Cockpit, Select, Squares
and Dimmer.

Setups & Combinations

Obtain your favourite lighting fixture 
in anodised colours such as brushed 
Bronze, Gold and Titanium.

NEW

scan to download
the TAL anodic brochure

http://www.tal.be
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B R I TA N N I C A

Fits only on a British Standard double and Italian 504E 
electrical wall box. Our European standard collection is 
compatible with the single British Standard wall boxes. 
Horizontal & vertical solutions.

S TA N D A R D  C O L L E C T I O N

European Standard
Our products are originally designed for the standard 
European market using wallboxes with a heart to heart 
distance of 71mm. In a response to popular demand, 
Lithoss expanded its product range to the Italian, British 
and Swiss market by introducing the Opera, Britannica 
and Helvetica frames.

O P E R A

Designed for Italian Standard 503E and US single wall boxes. 
Horizontal & vertical solutions.

H E LV E T I C A

Swiss Standard
It wasn’t an easy job but thanks to great teamwork together 
with our Swiss distributor, we are proud to announce that 
we have our product ranges now compatible with the 
SWISS standard wall boxes  round and square shaped. 

NEW

NEW

Swivel

Meet Berrier Junior SWIVEL.  
Lithoss & Tal’s design team 
joined forces to write a new 
chapter in their jointly successful 
Luminaires story. They soon 
came up with the idea of 
combining TAL’s iconic Berrier 
with Lithoss’ unique finishes and 
combination options. 
A new product was developed, 
Berrier Junior Swivel. The Berrier 
was created with an intelligent 
magnet system that allows the 
Berrier to be rotated smoothly in 
all directions.

79

NEW DIMENSIONS SEE PAGE 114
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Microscoop Nobel
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Flex

Setups &
combinations
O V E R V I E W

Luminaires

Nightguide
Gatekeeper
Q Light

ADD OTHER LUMINAIRES
TO YOUR CONFIGURATION
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iPad Canvas

Matt Black

*iPad NOT INCLUDED

18

Anodic Brown 45

Installation
Name

Ref

MADE IN BELGIUM 11/01/2023 - Art. 130102 - VERSION 1

RECESSED WALL BOX INSTALLATION

1

CUSTOMER SERVICE
info@lithoss.com
www.lithoss.com
++32(0)56481598

Moortelmeers 23, B-8740 PITTEM - BELGIUM
Tel ++32(0)56 48 15 98 - info@lithoss.com - www.lithoss.com

211

320
12

Textured White RAL9010 13

Textured Black 14

Bronze Antique 17

Anodic Bronze 44

Color Code

Gunpowder Black 03

Brushed Brass 06

Matt White RAL9010 02

Void Vo

Product Code

NONE

Module 

0

Code

PRODUCT

EXAMPLE CODE Vo0va106: iPad Canvas 10,2” Brushed Brass

MODULE COLOR

PLACE COVERPLATE INTO FRAME

5

IPAD SIZE

iPad (7th gen) - 10,2”

iPad Compatibility

VA1

iPad (8th gen) - 10,2” VA1

iPad (9th gen) - 10,2” VA1

Code

MAGNETIC 
ATTRACTION

MAGNETIC 
ATTRACTION

INSERTING THE IPAD

4

Always place the iPad behind the bottom groove (A) and 
then let it snap on the magnets at the top (B).
The iPad can be plugged in at all times (C). 

POWER ADAPTER not included
LIGHTNING CABLE not included

Vo Va 10 0 1

PLACE IPAD INTO FRAME

4

FIX FRAME ON WALL

3

125 276

INSERT POWER ADAPTER WITH LIGHTNING CONNECTOR

- 230V:

L

L

N

N

2

B

A

C

- PoE:

Ip
ad

 C
an

va
s  

We proudly present... the iPAD CANVAS!
The iPad Canvas is designed to enhance the digital experience with its timeless 
design and sleek finish. With its clever magnetic system and central cable pass-
through, it offers a secure, organized and stylish solution for using iPads in both 
portrait and landscape positions. From now on, you won’t have to deal with 
cable clutter and be assured of a tidy workspace.

•Timeless slim design.
•Suitable for (7th-8th-9th gen iPAD) - 10,2”
•Screwless cover in 9 possible high quality finishes.
•Simple and secure iPad installation using the smart magnetic system.
•Portrait or landscape mounting.
•Easy cable connection with the center cable guide (adapter and lightning 
cable not included)

SCAN FOR MORE
INFO 
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iPad Canvas

Matt Black

*iPad NOT INCLUDED

18

Anodic Brown 45

Installation
Name

Ref

MADE IN BELGIUM 11/01/2023 - Art. 130102 - VERSION 1

RECESSED WALL BOX INSTALLATION

1

CUSTOMER SERVICE
info@lithoss.com
www.lithoss.com
++32(0)56481598

Moortelmeers 23, B-8740 PITTEM - BELGIUM
Tel ++32(0)56 48 15 98 - info@lithoss.com - www.lithoss.com

211

320
12

Textured White RAL9010 13

Textured Black 14

Bronze Antique 17

Anodic Bronze 44

Color Code

Gunpowder Black 03

Brushed Brass 06

Matt White RAL9010 02

Void Vo

Product Code

NONE

Module 

0

Code

PRODUCT

EXAMPLE CODE Vo0va106: iPad Canvas 10,2” Brushed Brass

MODULE COLOR

PLACE COVERPLATE INTO FRAME

5

IPAD SIZE

iPad (7th gen) - 10,2”

iPad Compatibility

VA1

iPad (8th gen) - 10,2” VA1

iPad (9th gen) - 10,2” VA1

Code

MAGNETIC 
ATTRACTION

MAGNETIC 
ATTRACTION

INSERTING THE IPAD

4

Always place the iPad behind the bottom groove (A) and 
then let it snap on the magnets at the top (B).
The iPad can be plugged in at all times (C). 

POWER ADAPTER not included
LIGHTNING CABLE not included

Vo Va 10 0 1

PLACE IPAD INTO FRAME

4

FIX FRAME ON WALL

3

125 276

INSERT POWER ADAPTER WITH LIGHTNING CONNECTOR

- 230V:

L

L

N

N

2

B

A

C

- PoE:

iPad Canvas

Matt Black

*iPad NOT INCLUDED

18

Anodic Brown 45

Installation
Name

Ref

MADE IN BELGIUM 11/01/2023 - Art. 130102 - VERSION 1

RECESSED WALL BOX INSTALLATION

1

CUSTOMER SERVICE
info@lithoss.com
www.lithoss.com
++32(0)56481598

Moortelmeers 23, B-8740 PITTEM - BELGIUM
Tel ++32(0)56 48 15 98 - info@lithoss.com - www.lithoss.com

211

320
12

Textured White RAL9010 13

Textured Black 14

Bronze Antique 17

Anodic Bronze 44

Color Code

Gunpowder Black 03

Brushed Brass 06

Matt White RAL9010 02

Void Vo

Product Code

NONE

Module 

0

Code

PRODUCT

EXAMPLE CODE Vo0va106: iPad Canvas 10,2” Brushed Brass

MODULE COLOR

PLACE COVERPLATE INTO FRAME

5

IPAD SIZE

iPad (7th gen) - 10,2”

iPad Compatibility

VA1

iPad (8th gen) - 10,2” VA1

iPad (9th gen) - 10,2” VA1

Code

MAGNETIC 
ATTRACTION

MAGNETIC 
ATTRACTION

INSERTING THE IPAD

4

Always place the iPad behind the bottom groove (A) and 
then let it snap on the magnets at the top (B).
The iPad can be plugged in at all times (C). 

POWER ADAPTER not included
LIGHTNING CABLE not included

Vo Va 10 0 1

PLACE IPAD INTO FRAME

4

FIX FRAME ON WALL

3

125 276

INSERT POWER ADAPTER WITH LIGHTNING CONNECTOR

- 230V:

L

L

N

N

2

B

A

C

- PoE:

C H O O S E 
Y O U R  F I N I S H

Matt White 
RAL9010

Textured 
Black

Textured 
White

Gunpowder 
Black (Fusain)

Bronze 
Antique

Brushed 
Brass

Matt Black

The visual options are equally important. 

Stainless steel, Matt Black, Brushed Brass… 

what preference for colour and finish suits 

you most? Discover them all via our online 

configurator. 

Anodic BrownAnodic Bronze

Design by Lithoss Design Studio
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Di
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ow
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Please contact us to obtain 
more info about possible 
combinations.
info@lithoss.com

Frame+
Button+
Cover plate

Our Select, Circum, Dimmers, and 
Cockpit collections are designed 
with a smart, modular approach — 
each product is made up of three 
distinct parts: 
First, the frame is installed. Next, the 
push buttons or switch mechanism 
is added. Finally, the cover plate 
effortlessly snaps into place. 
 
This modular system gives you the 
freedom to mix and match finishes 
and colors to suit any interior style. 
Choose a uniform look with all three 
parts in the same finish, or create 
a custom combination with two or 
even three different finishes. 
 
For example, pair a bronze antique 
frame and button with a cover plate 
in a specific RAL color for a unique 
and personalized design.
Some examples of customs.

88

Design by Lithoss Design Studio
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The design studio of Lithoss is working on some new 
products that will be revealed in 2025.
A glimpse of these renders may trigger and inspire you 
for some upcoming projects.

Introducing our new minimalist switch featuring 6 
precision-engineered buttons. Designed in response to 
popular demand, it offers just the right amount of control 
without unnecessary complexity. Its clean aesthetic 
blends seamlessly into any modern setup. Built for 
reliability, each button provides a tactile, satisfying click. 
Simple, functional, and made to meet exactly what users 
asked for. 
In the future also available on KNX.

Sn
ea

k 
Pe

ek
Pixel 6-fold Void / Socket Outdoor

Finished in Textured Black, this outdoor outlet 
reflects the essence of Lithoss—understated, 
precise, and enduring. Its matte surface and 
monolithic presence blend effortlessly into 
contemporary architecture, offering a discreet yet 
deliberate touch of design clarity. 
Function meets form, without compromise.

designs and names are subject to change.

Design by Lithoss Design Studio
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Over the years, Lithoss has received numerous requests from customers 
seeking something unique for their hotels. Thanks to our flexibility, many 
of these requests have been successfully fulfilled. These requests include 
customized card readers for hotel rooms, personalized room numbers, or 
combinations of card readers and switches.

Our switches offer the option to be printed or engraved with your 
desired text or symbols on the button and/or cover plate. Laser 
engraving, in particular, adds significant value to our products, allowing 
you not only to see the strength and quality but also to feel them. This 
attention to detail ensures that our switches not only meet but exceed 
your expectations, providing a personalized touch to your hotel’s interior 
design.

Design by Lithoss Design 
Studio

92

H
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Specials

Hotel
1898
The Post 
Ghent

Room service included
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Puro
Hotels
Lodz

Hotel specials
“you think it, we can design it.”

DESIGN PROPOSAL NAVARINO BEDSIDE CONSOLE - V2 - 19052022

Bedside
Console

K
az

im
ie

rz
H

ot
el

 K
ra

kó
w

Add your 
room
number

Do not
disturb Hotel panel

with card reader
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H
ot

el
 sp

ec
ia

ls

Hotel Damier
Kortrijk

Door handles 

84

84 8.7

61

101

Lithoss takes the switch part a step 
further with these door handles.
This series perfectly reflects the
typical Lithoss DNA and is the
result of Lithoss’s consistent
design philosophy.

Please contact us to obtain 
more info.
info@lithoss.com

Positioning the switch at the
same height of the door handle
creates a perfect match.



Ar
pi

Bronze

With over 30 years of proven 
robustness and watertight 
performance, Arpi sockets 
reliably supply underfloor power 
and data. They offer practical 
functionality by delivering 
electrical power or data in open 
spaces such as beneath dining 
room tables or next to sofas.

Available in multiple finishes, 
brushed or polished, Arpi 
sockets blend smoothly into 
interiors, discreetly and elegantly 
supplying currents underground.

Designed to withstand the most 
demanding environments, Arpi 
sockets remain resilient against 
heavy traffic, making them ideal 
for locations like shopping 
centers and exhibition halls. For 
added safety in public spaces, a 
safety cap is available, which can 
be opened using an Allen key.

9998
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ARPI 64
The design comes in 4 different 
finishes, brushed or polished, to 
help shape interiors to supply a
current discretely and elegantly 
underground.
 

Ar
pi

 IP
64

Sockets

Brushed Stainless Steel Polished Stainless Steel

Brushed Brass Polished Brass

Established 
value

Design by Lithoss Design 
Studio

100
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complete devices                                                          
installation set included Brushed Stainless Steel Brushed Brass Polished Stainless Steel Polished Brass

Floor outlet - FR/BE AR6161301 AR6161306 AR6361322 AR6361323

Floor outlet - EU AR6161401 AR6161406 AR6361422 AR6361423

2x RJ45 UTP cat 6 AR6162601 AR6162606 AR6362622 AR6362623

1x loudspeaker AR6161901 AR6161906 AR6361922 AR6361923

2x loudspeaker AR6162901 AR6162906 AR6362922 AR6362923

Radio - TV AR6165901 AR6165906 AR6365922 AR6365923

USB A+C AR6164301 AR6164306 AR6364322 AR6364323

USB C+C AR6164401 AR6164406 AR6364422 AR6364423

Empty floor outlet - 
device not included AR6150001 AR6150006 AR6350022 AR6350023

 Installation set IP64 AR61000

Arpi IP64

ADD ARPI TO YOUR CONFIGURATION

 Installation set IP64 AR61000

General description

The ARPI outlet IP64 which exists for more than 30 years does no 
longer need to prove its robustness (IK10 Certificated) and its 
watertightness (IP64 Certificated) for your installation in concrete 
screed. Stainless steel or brass available.

97mm 97mm

100x1001x
200x1002x
300x1003x
200x2004x
.......x..........x

97mm

9797

97 97

97mm 97mm

100x1001x
200x1002x
300x1003x
200x2004x
.......x..........x

97mm

9797

97 97

Installation distances (multiple combinations)
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The line of floor outlets has 
earned and strengthened its 
place on the market, thanks to 
the IP66 line (floor outlets with 
even better sealing, allowing 
them to be installed even 
outdoors). 

Arpi / Arpi UK

Arpi Round
2

65

108 108

2

65

100 100

Sealed for 
in- and 
outdoor use

Available in

Scan for the installation 
video

NEW

Ar
pi

 IP
66

Sockets

Brushed Stainless 
Steel

Brushed Stainless Steel 
Beach

Brushed Brass

Polished 
Brass

Black

Polished Stainless 
Steel

22

01

11

06

23

18 Bronze17

Sealed for 
in- and 
outdoor use

Design by Lithoss Design 
Studio

104



complete 
devices                                                          
installation set 
included

Brushed 
Stainless 
Steel

Brushed 
Brass

Polished 
Stainless 
Steel

Polished 
Brass

Brushed 
Stainless 
Steel Beach

Brushed 
Bronze 
Stainless 
Steel

Brushed 
Black  
Stainless 
Steel

Floor outlet - 
FR/BE AR7161301 AR7161306 AR7361322 AR7361323 AR7161311 AR7161317 AR7161318

Floor outlet - EU AR7161401 AR7161406 AR7361422 AR7361423 AR7161411 AR7161417 AR7161418

2x RJ45 UTP 
cat 6 AR7162601 AR7162606 AR7362622 AR7362623 AR7162611 AR7162617 AR7162618

1x loudspeaker AR7161901 AR7161906 AR7361922 AR7361923 AR7161911 AR7161917 AR7161918

2x loudspeaker AR7162901 AR7162906 AR7362922 AR7362923 AR7162911 AR7162917 AR7162918

Radio - TV AR7165901 AR7165906 AR7365922 AR7365923 AR7165911 AR7165917 AR7165918

USB A+C AR7164301 AR7164306 AR7364322 AR7364323 AR7164311 AR7164317 AR7164318

USB C+C AR7164401 AR7164406 AR7364422 AR7364423 AR7164411 AR7164417 AR7164418

Empty floor 
outlet - device 
not included.
Compatible with 
Legrand Mosaic

AR7150001 AR7150006 AR7350022 AR7350023 AR7150011 AR7150017 AR7150018

Installation Set 
IP66 AR71000

Arpi IP66

SQUARE

ADD ARPI TO YOUR CONFIGURATION

 Installation set IP66 AR71000

106

 Installation set IP66 AR72000

NEW

comple-
te devices                                                          
installation set 
included

Stainless 
Steel  
Brushed

Brushed 
Brass

Stainless 
Steel  
Polished

Polished 
Brass

Stainless 
Steel  
Brushed 
Beach

Bronze                      
Stainless 
Steel  
Brushed

Black                      
Stainless 
Steel  
Brushed

Floor outlet - 
FR/BE AR7261301 AR7261306 AR7261322 AR7261323 AR7261311 AR7261317 AR7261318

Floor outlet - EU AR7261401 AR7261406 AR7261422 AR7261423 AR7261411 AR7261417 AR7261418

Floor outlet - UK AR7263001 AR7263006 AR7263022 AR7263023 AR7263011 AR7263017 AR7263018

2x RJ45 UTP 
cat 6 AR7262601 AR7262606 AR7262622 AR7262623 AR7262611 AR7262617 AR7262618

1x loudspeaker AR7261901 AR7261906 AR7261922 AR7261923 AR7261911 AR7261917 AR7261918

2x loudspeaker AR7262901 AR7262906 AR7262922 AR7262923 AR7262911 AR7262917 AR7262918

Radio - TV AR7265901 AR7265906 AR7265922 AR7265923 AR7265911 AR7265917 AR7265918

USB A+C AR7264301 AR7264306 AR7364322 AR7364323 AR7264311 AR7264317 AR7264318

USB C+C AR7264401 AR7264406 AR7364422 AR7364423 AR7264411 AR7264417 AR7264418

Empty floor 
outlet - device 
not included.
Compatible with 
Legrand Mosaic.

AR7250001 AR7250006 AR7250022 AR7250023 AR7250011 AR7250017 AR7250018

comple-
te devices                                                          
installation set 
included

Stainless 
Steel 
Brushed

Brushed 
Brass

Stainless 
Steel Polis-

hed

Polished 
Brass

Stainless 
Steel  
Brushed 
Beach

Bronze                      
Stainless 
Steel  
Brushed

Black                      
Stainless 
Steel  
Brushed

Floor outlet - UK AR7863001 AR7863006 AR7863022 AR7863023 AR7863011 AR7863017 AR7863018

2x RJ45 UTP 
cat 6 AR7862601 AR7862606 AR7862622 AR7862623 AR7862611 AR7862617 AR7862618

1x loudspeaker AR7861901 AR7861906 AR7861922 AR7861923 AR7861911 AR7861917 AR7861918

2x loudspeaker AR7862901 AR7862906 AR7862922 AR7862923 AR7862911 AR7862917 AR7862918

Radio - TV AR7865901 AR7865906 AR7865922 AR7865923 AR7865911 AR7865917 AR7865918

USB A+C AR7864301 AR7864306 AR7364322 AR7364323 AR7864311 AR7864317 AR7864318

USB C+C AR7864401 AR7864406 AR7364422 AR7364423 AR7864411 AR7864417 AR7864418

Empty floor 
outlet - device 
not included.
Compatible with 
Legrand Mosaic.

AR7850001 AR7850006 AR7850022 AR7850023 AR7850011 AR7850017 AR7850018

2

65

108 108

ROUND

UK

NEW

NEW

107
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From now on you will have 
the choice between ARPI with 
standard lid or ARPI with hinged 
lid .
– Indoor installation only
Available in all known ARPI 
finishes. 

108

Design by Lithoss Design Studio

100

69

100

108
69

108

81

81

100

69

100

108
69

108

81

81

installation depth
78mm

95mm

100

69

100

108
69

108

81

81

100

69

100

108
69

108

81

81- Installation box included.
- Installation box is different from IP64 
  / IP66 with screw lid.
- Installation in all types of floors.
- Compatible with the Arpi Level Support.

81

IP64

109

100

69

100

108
69

108

81

81

100

69

100

108
69

108

81

81

NEW

NEW

complete 
devices                                                          
installation set 
included

Brushed 
Stainless 
Steel

Brushed 
Brass

Polished 
Stainless 
Steel

Polished 
Brass

Brushed 
Stainless 
Steel Beach

Brushed 
Bronze 
Stainless 
Steel

Brushed 
Black  
Stainless 
Steel

Floor outlet - 
FR/BE AR4161301 AR4161306 AR7361322 AR7361323 AR4161311 AR4161317 AR4161318

Floor outlet - EU AR4161401 AR4161406 AR7361422 AR7361423 AR4161411 AR4161417 AR4161418

2x RJ45 UTP 
cat 6 AR4162601 AR4162606 AR7362622 AR7362623 AR4162611 AR4162617 AR4162618

1x loudspeaker AR4161901 AR4161906 AR7361922 AR7361923 AR4161911 AR4161917 AR4161918

2x loudspeaker AR4162901 AR4162906 AR7362922 AR7362923 AR4162911 AR4162917 AR4162918

Radio - TV AR4165901 AR4165906 AR7365922 AR7365923 AR4165911 AR4165917 AR4165918

USB A+C AR4164301 AR4164306 AR7364322 AR7364323 AR4164311 AR4164317 AR4164318

USB C+C AR4164401 AR4164406 AR7364422 AR7364423 AR4164411 AR4164417 AR4164418

Empty floor 
outlet - device 
not included.
Compatible with 
Legrand Mosaic

AR4150001 AR4150006 AR7350022 AR7350023 AR4150011 AR4150017 AR4150018

comple-
te devices                                                          
installation set 
included

Stainless 
Steel  
Brushed

Brushed 
Brass

Stainless 
Steel  
Polished

Polished 
Brass

Stainless 
Steel  
Brushed 
Beach

Bronze                      
Stainless 
Steel  
Brushed

Black                      
Stainless 
Steel  
Brushed

Floor outlet - 
FR/BE AR4261301 AR4261306 AR4261322 AR4261323 AR4261311 AR4261317 AR4261318

Floor outlet - EU AR4261401 AR4261406 AR4261422 AR4261423 AR4261411 AR4261417 AR4261418

2x RJ45 UTP 
cat 6 AR4262601 AR4262606 AR4262622 AR4262623 AR4262611 AR4262617 AR4262618

1x loudspeaker AR4261901 AR4261906 AR4261922 AR4261923 AR4261911 AR4261917 AR4261918

2x loudspeaker AR4262901 AR4262906 AR4262922 AR4262923 AR4262911 AR4262917 AR4262918

Radio - TV AR4265901 AR4265906 AR4265922 AR4265923 AR4265911 AR4265917 AR4265918

USB A+C AR4264301 AR4264306 AR7364322 AR7364323 AR4264311 AR4264317 AR4264318

USB C+C AR4264401 AR4264406 AR7364422 AR7364423 AR4264411 AR4264417 AR4264418

Empty floor 
outlet - device 
not included.
Compatible with 
Legrand Mosaic.

AR4250001 AR4250006 AR4250022 AR4250023 AR4250011 AR4250017 AR4250018

SQUARE

ROUND
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Design by Lithoss Design Studio
This new tool helps you install 
your ARPI IP66 at the right height 
and level with the ground.
Only for indoor use.
For ARPI TAIL and ARPI IP66.

Adjustable on two levels and 
between heights of 140mm and 
280mm.

Demo Level support

AR73000 NEW

110

Brushed Stainless Steel Brushed Brass

Aq
ua

 S
ea

l

Design by Lithoss Design Studio
Thanks to the Arpi Aqua Seal, 
you can now assure the Arpi 
floorsockets of an IP66 value 
below the cable supply.
You can safely leave the plug 
and cord plugged in and 
aesthetically seal it with the 
decorative cover that comes 
with the socket.

74

60

Black

AR7190001 AR7190006 AR7190018

111
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Technical 
guide

1. Dimensions 100
2. Compatible wall boxes 102
3. Combinations 110 
4. Printing / engraving symbols 112

Please contact us to obtain a complete technical guide : info@lithoss.com
Technical sheets you can find on our website : www.lithoss.com

112
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Britannica

84

142
6.5

84

142
6.5

84

142
6.5

84

142
6.5

84

142
6.5

UKIT Family (Compatible with UK Double and IT 504E wallboxes)

Only compatible with UK Double wallbox

Dimensions UKIT Family_V2 - 19/12/2019

Only compatible with UK Double wallbox

IT 504E wallbox

IT 504E wallbox UK Double wallbox  UK Double wallbox

 UK Double wallbox or IT 504E wallbox

 UK Double wallbox or IT 504E wallbox

84

142
6.5

84

142
6.5

84

142
6.5

84

117 6.5

84

117 6.5

117

84 6.5

117

84 6.5

ITUS Family  (Compatible with IT 503E and USA Single wallboxes)

Dimensions ITUS Family_V5 - 02/09/2020

*With ITUS Frame 

117

84 6.5

84

117 6.5

117

84 6.5

84

117 6.5

84

117 6.5

117

84 6.5

1. Dimensions

SINGLE FRAME

SINGLE FRAME

DOUBLE FRAME

DOUBLE FRAME

TRIPLE FRAME

TRIPLE FRAME

Cockpit, 
Select, 
Illume, 
Squares, 
Dimmer, 
Void
Pixel

Opera

Circum

94

94 6.5

84

224

6.5

84

157
6.5

Ø88,5

6.5

Ø88,5

6.5

Ø88,5

6.5

Ø88,5

6.5

Ø88,5

6.5

Ø88,5

156
6.5

Ø88,5

156
6.5

Ø88,5

156
6.5

Ø88,5

156
6.5

Ø88,5

156
6.5

Ø88,5

227
6.5

Ø88,5

6.5

Ø88,5

6.5

Ø88,5

6.5

Ø88,5

6.5

Ø88,5

6.5

Ø88,5

156
6.5

Ø88,5

156
6.5

Ø88,5

156
6.5

Ø88,5

156
6.5

Ø88,5

156
6.5

Ø88,5

227
6.5

Ø88,5

6.5

Ø88,5

6.5

Ø88,5

6.5

Ø88,5

6.5

Ø88,5

6.5

Ø88,5

156
6.5

Ø88,5

156
6.5

Ø88,5

156
6.5

Ø88,5

156
6.5

Ø88,5

156
6.5

Ø88,5

227
6.5

Already a fan of our Circum? It’s available in the following collections:
Cockpit, Select, Squares, Dimmer, Void and Luminaires

SINGLE FRAME DOUBLE FRAMEHelvetica

94

94 6.5

84

157
6.5

94

167

SINGLE FRAME

IP64

ARPI ROUND

IP66

ARPI UK

QUADRUPLE FRAME

Aesteem

84

297

6.5

87

87 12.5

Arpi

55

97 97

2

65

100 100

2

65

100 100

2

65

108 108

ARPI TAIL SQUARE

ARPI TAIL ROUND

100

69

100

108
69

108

81

81

100

69

100

108
69

108

81

81
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2. Compatible wall boxes   Installation guidelines 

Wallboxes

Lithoss switches and sockets should be installed on wall boxes with screws (screw distance: 60mm). Below you will find an 
overview of possible combinations. For other European standards check compatible wall boxes on pages 90 - 95.

Not applicable for Circum: see compatible wall boxes on pages 90-91

INSTALLATION ON ROUND WALL BOXES (STANDARD)

INSTALLATION ON ROUND WALL BOXES (O-RANGE)

60

60

71

60

71

71

60

71

71

71

5011 5012 5013 5014

60

71

60

71

71

60

71

71

71

60

AESTEEM

60

90

90

INSTALLATION ON SQUARE WALL BOXES

horizontal installation

square wall box

vertical installation Individual installation (no gap)

71

71

60

60

71

71

60

60

STANDARD COLLECTION

OPERA & US

UK doublebox Standard UK single box

BRITANNICA STANDARD

83,3

min 45

108

min 45

83,3 (3 ¼ inch)

min 45

120,6 (4 ¾ inch)

min 45

60,3 (2,37 inch)

min 45

Italië
IT 503E    IT 504E

Dimensions WallBoxes_V1 - 04/12/2019

Amerika

Engeland

min 45

83,3 (3 ¼ inch)

UK Single    UK Double

USA Single Vertical    Horizontal

WallBoxes

83,3

min 45

108

min 45

83,3 (3 ¼ inch)

min 45

120,6 (4 ¾ inch)

min 45

60,3 (2,37 inch)

min 45

Italië
IT 503E    IT 504E

Dimensions WallBoxes_V1 - 04/12/2019

Amerika

Engeland

min 45

83,3 (3 ¼ inch)

UK Single    UK Double

USA Single Vertical    Horizontal

WallBoxes

83,3

min 45

108

min 45

83,3 (3 ¼ inch)

min 45

120,6 (4 ¾ inch)

min 45

60,3 (2,37 inch)

min 45

Italië
IT 503E    IT 504E

Dimensions WallBoxes_V1 - 04/12/2019

Amerika

Engeland

min 45

83,3 (3 ¼ inch)

UK Single    UK Double

USA Single Vertical    Horizontal

WallBoxes

83,3

min 45

108

min 45

83,3 (3 ¼ inch)

min 45

120,6 (4 ¾ inch)

min 45

60,3 (2,37 inch)

min 45

Italië
IT 503E    IT 504E

Dimensions WallBoxes_V1 - 04/12/2019

Amerika

Engeland

min 45

83,3 (3 ¼ inch)

UK Single    UK Double

USA Single Vertical    Horizontal

WallBoxes

83,3

min 45

108

min 45

83,3 (3 ¼ inch)

min 45

120,6 (4 ¾ inch)

min 45

60,3 (2,37 inch)

min 45

Italië
IT 503E    IT 504E

Dimensions WallBoxes_V1 - 04/12/2019

Amerika

Engeland

min 45

83,3 (3 ¼ inch)

UK Single    UK Double

USA Single Vertical    Horizontal

WallBoxes

Single Vertical Single HorizontalIT 503E

IT 504E

Ask for our Italian standard solutions : IT 505E / 506E
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2. Compatible wall boxes 

Reference Manufacturor Series Modules Application Size / Dia Depth

"1055-xx 
1056-xx" Kaiser nvt 1 Wallbox 60 46

"1555-xx 
1556-xx" Kaiser nvt 1 Wallbox 60 60

1069-xx Kaiser nvt 1 Wallbox 110 x 71 49

1068-xx Kaiser nvt 1 Wallbox 149 x 69 60

1656-xx Kaiser nvt 2 Wallbox 135x69 40

1656-21 Kaiser nvt 2 Wallbox 150x64 65

205 Helia nvt 1 Hollow partitions 70 45

275 Helia nvt 1 Wallbox 60 x 60 50

276 Helia nvt 1 Wallbox 60 x 60 65

750 Helia nvt 1 Wallbox 60 x 60 50

752 Helia nvt 1 Wallbox 60 x 60 50

760 Helia nvt 1 Wallbox 60 x 60 65

7500 Helia Q-series 1 Wallbox 60 x 60 50

7650 Helia Q-series 1 Wallbox 60 x 60 65

450 Helia nvt 1 Wallbox 71 x 71 45

3215 Helia nvt 1- ∞ Wallbox 63 44

4215 Helia nvt 1- ∞ Wallbox 63 62

662 Kaiser nvt SB3MT "Wallbox  
Hollow partitions" 100 x 60 52

663 Kaiser nvt SB4MT "Wallbox 
Hollow partitions" 121 x 60 52

9x61-xx Kaiser nvt 1 Hollow partitions 68 35

9x63-xx Kaiser nvt 1 Hollow partitions 68 47

9x64-xx Kaiser nvt 1 Hollow partitions 68 68

9x62-xx Kaiser nvt 2 Hollow partitions 68 47

9062-94 Kaiser nvt 2 Hollow partitions 68 75

9463-xx Kaiser nvt 1 Hollow partitions 74 40

9464-xx Kaiser nvt 1 Hollow partitions 74 50

5011 Helia O-series 1 Hollow partitions 68 47

5012 Helia O-series 2 Hollow partitions 2 x 68 47

5013 Helia O-series 3 Hollow partitions 3 x 68 47

Important: Technical data is subject to change without tice. Please check our website for latest information.

Reference

Lithoss 
Circum 
Compati-
bility

Select / 
Squares
USB

Void Square

Illume Frame A  
(Bticino)

Frame B  
(L/H/P)

Frame C  
(Vimar) Cockpit KNX Void Round 

NXT AEsteem Britannica Opera

"1055-xx 
1056-xx" • • • •* •* • • • •
"1555-xx 
1556-xx" • • • •* •* • • •

1069-xx • • • •* • • • •

1068-xx • • • •* •* • • • •

1656-xx • • • •

1656-21 • • • •* •* • • • •

205

275 • • •* •* •* • • • •

276 • • •* •* •* • • • •

750 • • •* •* •* • • • •

752 • • •* •* •* • • • •

760 • • •* •* •* • • • •

7500 • • •* •* •* • • • •

7650 • • •* •* •* • • • •

450 • • • •* •* •* • • • •

3215 • • • •* • • •

4215 • • • • • • •

662 •

663 •

9x61-xx • • • •* •* •*

9x63-xx • • • •* •* •* • • • •

9x64-xx • • • •* •* •* • • • •

9x62-xx • • • •* •* •* • • •

9062-94 • • • •* •* •* • • •

9463-xx • • • •* •* •* • • •

9464-xx • • • •* •* •* • • • •

5011 • • • •* •* • • • •

5012 • • • •* •* • • •

5013 • • • •* •* • • •

NEW

*= Depending on module depth
Important: Technical data is subject to change without notice. Please check our website for latest information.

•
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2. Compatible wall boxes 

Reference Manufacturor Series Modules Application Size / Dia Depth

5014 O-series O-series 4 Hollow partitions 4 x 68 47

80140 Batibox Batibox 1 Wallbox 32x70 40

80131 Batibox Batibox 1 Wallbox 70x70 30

80141 Batibox Batibox 1 Wallbox 70x70 40

80151 Batibox Batibox 1 Wallbox 70x70 50

80161 Batibox Batibox 1 Wallbox 70x70 60

80142 Batibox Batibox 2 Wallbox 145x70 40

80149 Batibox Batibox 3 Wallbox 115x70 40

80143 Batibox Batibox 3 Wallbox 215x70 40

80144 Batibox Batibox 4 Wallbox 285x70 40

89241 Batik Batik 2 Wallbox 70x70 40

89251 Batik Batik 2 Wallbox 70x70 50

89261 Batik Batik 2 Wallbox 70x70 60

80185 Batibox Batibox 1 Wallbox 75x75 40

80155 Batibox Batibox - Wallbox 50

80021 Batibox Energy Batibox Energy 1 Hollow partitions 67 40

80040 Batibox Batibox 2 Hollow partitions 40

49341 Batibox Batibox 1 Hollow partitions 65 40

80041 Batibox Batibox 1 Hollow partitions 67 40

80051 Batibox Batibox 1 Hollow partitions 67 50

80061 Batibox Batibox 1 Hollow partitions 67 60

80049 Batibox Batibox 2 Hollow partitions 40

80042 Batibox Batibox 2 Hollow partitions 138x67 40

80052 Batibox Batibox 2 Hollow partitions 138x67 50

80043 Batibox Batibox 3 Hollow partitions 208x67 40

80053 Batibox Batibox 3 Hollow partitions 208x67 50

80044 Batibox Batibox 4 Hollow partitions 278x67 40

80054 Batibox Batibox 4 Hollow partitions 278x67 50

89352 Batibox Batibox 2 Hollow partitions 122x67 50

Reference

Lithoss 
Circum 
Compati-
bility

Select / 
Squares
USB

Void Square

Illume Frame A  
(Bticino)

Frame B  
(L/H/P)

Frame C  
(Vimar) Cockpit KNX Void Round 

NXT AEsteem Britannica Opera

5014 • • • •* •* • • •
80140

80131 •

80141 • • • •* •* •* • • •

80151 • • • •* •* •* • • • •

80161 • • • •* •* •* • • • •

80142 • • •* •* •* • •

80149 • •

80143 • • •* •* •* •

80144 • • •* •* •* •

89241 • • •* •* •* • •

89251 • • •* •* •* • • • •

89261 • • •* •* •* • • • •
80185

80155

80021 • • •

80040

49341 • • • •* •* • •

80041 • • • •* •* •* • •

80051 • • • •* •* •* • • • •

80061 • • • •* •* •* • • • •

80049

80042 • • •* •* •* • • •

80052 • • •* •* •* • • •

80043 • • •* •* •

80053 • • •* •* • • •

80044 • • •* •* •

80054 • • •* •* • • •
89352

NEW

*= Depending on module depth
Important: Technical data is subject to change without notice. Please check our website for latest information.

•
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2. Compatible wall boxes 

Reference Manufacturor Series Modules Application Size / Dia Depth

98353 Batibox nvt 3 Hollow partitions 50

89348 Batibox nvt 1 Hollow partitions 85 40

89358 Batibox nvt 1 Hollow partitions 85 50

89224 nvt nvt 1 Hollow partitions 67 40

B45 nvt nvt 1 Wallbox 60 x 60 45

B65 nvt nvt 1 Wallbox 60 x 60 65

2660 nvt nvt 1 Hollow partitions 68 65

2661 nvt nvt 1 Hollow partitions 68 45

2663 nvt nvt 2 Hollow partitions 68 45

2664 nvt nvt 3 Hollow partitions 68 45

2665 nvt nvt 4 Hollow partitions 68 45

S57/100 Flexi 20 nvt 1 Wallbox 71 57

S57/Dobbel Flexi 20 Q-series 2 Wallbox 71 57

E107M25 FM Device socket Q-series 1- ∞ Wallbox 65 64

UP20 FM Device socket nvt 2 Wallbox 71 62

UP30 FM Device socket nvt 3 Wallbox 71 62

UP40 FM Device socket nvt 4 Wallbox 71 62

KP 68 KP nvt 1- ∞ Wallbox 71 42

KPR 68 KPR nvt 1- ∞ Wallbox 71 64

KP 68/D KP nvt 1- ∞ Wallbox 72x72 43

KPR 68/D KPR nvt 1- ∞ Wallbox 72x72 68

KP 67/2 KP nvt 1- ∞ Wallbox 67 43

KP 64/2 KP nvt 2 Wallbox 68 43

KP 64/3 KP nvt 3 Wallbox 68 43

KP 64/4 KP nvt 4 Wallbox 68 43

KPL 64-50/LD KPL nvt 1 Hollow partitions 68 47

KPL 64-50/2LD KPL O-series 2 Hollow partitions 68 47

KPL 64-50/3LD KPL O-series 3 Hollow partitions 68 47

KPL 64-50/4LD KPL O-series 4 Hollow partitions 68 47

Reference

Lithoss 
Circum 
Compati-
bility

Select / 
Squares
USB

Void Square

Illume Frame A  
(Bticino)

Frame B  
(L/H/P)

Frame C  
(Vimar) Cockpit KNX Void Round 

NXT AEsteem Britannica Opera

98353

89348

89358

89224 • • • •* •* • • • •

B45 • • •* •* •* • • • •

B65 • • •* •* •* • • • •

2660 • • • •* •* •* • • • •

2661 • • • •* •* •* • • • •

2663 • • •* •* •* • • •

2664 • • •* •* •* • • •

2665 • • •* •* •* • • •

S57/100 • • • •* •* • • • • •

S57/Dobbel • • •* •* • • • • •

E107M25 • • • •* • • •

UP20 • • •* •* •* • • • •

UP30 • • •* •* •* • • • •

UP40 • •* •* •* • • • •

KP 68 • • • •* •* •* • • • •

KPR 68 • • • •* •* •* • • • •

KP 68/D • • • •* •* •* • • • •

KPR 68/D • • • •* •* •* • • • •

KP 67/2 • • • •* •* •* • • • •

KP 64/2 • • •* •* •* • • • •

KP 64/3 • • •* •* •* • • • •

KP 64/4 • •* •* •* • • • •

KPL 64-50/LD • • • •* •* •* • • • •
KPL 64-
50/2LD • • •* •* •* • • • •
KPL 64-
50/3LD • • •* •* •* • • • •

KPL 64-50/4LD • •* •* •* • • • •

NEW

*= Depending on module depth
Important: Technical data is subject to change without notice. Please check our website for latest information.
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3. Combinations

Productgroup (zz) Module type (yy)

Family Code Technology Code 1 Type Code 2

None (void, dimmer, luminaires) 0 Blind 0

Select Ni 250V 2-way (Cockpit, Opera, Britannica, Circum) 1 1T (Select, Squares) / 1C (Cockpit) 1

250V Shutter (Cockpit, Opera, Britannica, Circum) 2 2T (Select, Squares) /2C (Cockpit) 2

Cockpit Co 24V-250V push button (Select, Squares, Cockpit, Opera, Britannica, Circum) 3 3T (Select, Squares) 3

Squares Sq 250V 2-way + neon (Cockpit, Opera, Britannica, Circum) 4 4T (Select, Squares) 4

Void Vo 250V Shutter + neon (Cockpit, Opera, Britannica, Circum) 5 Bticino frame (void square) A

Dimmer Dm 24V-250V Push button + neon (Cockpit, Opera, Britannica, Circum) 6 L/H/P frame (void square) B

Circum Select CN 24V Push button + led white (Select, Squares, Opera, Britannica, Illume, Circum) 7 Vimar frame (void square) C

Circum Cockpit CC 24V Push button + led amber (Select, Squares, Opera, Britannica, Illume, Circum) 8 Dimmer 1-10V D

Circum Squares CS 24V + feedback RGB led (Aesteem) 9 Bticino LHP Vimar frame (void square) E

Circum Void CV Teleruptor (Select, Squares, Opera, Britannica, Circum, 1T only) A Flex (luminaires) F*

Circum Dimmer CD Domintell (Select, Squares, Opera, Britannica) D (2700 K) Gatekeeper (luminaires) G

24V Push button + led blue (illume) E Socket Round White EU (void round NXT) H

Britannica Select  BN 24V Push button + led red (illume) F Socket Round Black EU (void round NXT) I

Britannica Cockpit BC 24V + orientation RGB led (Aesteem) G Socket Round White FR-BE (void round NXT) J

Britannica Squares BS 24V + orientation & feedback RGB led (Aesteem) H Dimmer KNX K

Britannica Void BV Qbus+RGB LED NXT (Select, Squares, Cockpit, Opera, Britannica, Circum) I Socket Round Black FR-BE (void round NXT) L

Britannica Dimmer BD Qbus+RGB LED+TEMP NXT (Select, Squares, Cockpit, Opera, Britannica,Circum) L (2700 K) Microscoop (luminaires) M*

Void MK (void) M (2700 K) Nobel (luminaires) N*

Opera Select ON Void 3MT (void) N Nightguide (luminaires) O

Opera Cockpit OC Void 4MT (void) O Dimmer universal P

Opera Squares OS 250V cross (Cockpit, Opera, Britannica, Circum, 1C only) P (3000 K) Q lite (luminaires) S

Opera Void OV KNX NXT (led & temp sensor) (Select, Squares, Opera, Britannica, Circum) S USB A (void) U

Opera Dimmer OD Casambi (Select, Squares, Opera, Britannica, Circum) T USB A+C (void) U1

UTP (void) U8

Helvetica Select  HN 2UTP (void) U9

Helvetica Cockpit HC USB C+C (void) U2

Helvetica Squares HS Berrier Junior Swivel A (Luminaire) VB1

Helvetica Void HV Casambi Tunable white (Dmmer) VD1

Helvetica Dimmer HD Casambi RGBW (Dimmer° VD2

Aesteem AE

zz yy xx

EXAMPLE

zz y1y1 y2y2 xx

EXAMPLE

Sq0L0U0M3201 in Stainless Steel.

Feel free to make your own combinations  
by selecting from the configurations above.

EXAMPLE

01 STAINLESS STEEL

EXAMPLE

Available colours lighting fixture
* Copper with Textured black Focus

*Textured white RAL9010
*Textured black
*Anodic Brown
*Anodic Bronze

First 2 letters : name of Collection switch 
or first 2 letters Vo for combinations of sockets only 

Finish (xx)

Colours Code Select Cockpit Squares Illume Dimmer

Stainless Steel 01 • • • •
Matt White RAL9010 02 • • • • •
Gunpowder Black (Fusain) 03 • • • •
Brushed Brass 06 • • • •
Chrome 08 • •
Nickel 09 • • • •
Textured White RAL9010 13 • • • •
Textured Black RAL9011 14 • • • • •
Bronze Antique 17 • • •
Matt Black RAL9011 18 • • •
Tin Antique 19 • • •
Brass Antique 20 • • •
Bicolour RAL9010 + RAL9011 28 • •
Copper 29 • • • •
Stainless Steel + Textured Black 30 •
Textured Black + Nickel 32 Knurl Knurl

Brushed Brass + Textured Black 33 •
Copper + Textured Black 34 •
Matt White + Textured Black 35 • •
Textured Black + Brushed Brass 36 Knurl

Brushed Brass 37 Knurl Knurl

Stainless Steel + Nickel 38 Knurl Knurl

Bronze Antique 39 Knurl

Brass Antique 40 •
Gunpowder Black (Fusain) 41 •
Tin Antique + Textured Black 42 •
Nickel 43 Knurl Knurl

Anodic Bronze 44

Anodic Brown 45

Textured Black + Brass 46 Knurl Knurl

Matt Black RAL9011 50 Knurl Knurl

Textured Black 51 Knurl Knurl

Gunpowder Black 52 Knurl Knurl

Gunpowder Black 53  

Brushed Gold Ano 63 Knurl Knurl

Brushed Titanium Ano 64 Knurl Knurl

Brushed Bronze Ano 65 Knurl Knurl

zz y1y1 y2y2 y3y3 xx

EXAMPLE

zz y1y1 y2y2 y3y3 y4y4 xx
EXAMPLE
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4. Printing / engraving symbols 

To personalize our switches, text (in the language of your choice) or symbols can be printed or engraved on the button and/
or coverplate. These symbols can be printed via a special silk-screen process. The colour of the print depends on the chosen 
finish, for example a silver symbol on a gunpowder black coverplate. A true added value to our products is laser engraving 
so you don’t only see the strength and quality of our products, you also feel them. By choosing the correct laser setting you 
can burn the surface locally in order to obtain a discrete black symbol or laser deeper to make the symbol appear in the base 
material. Other symbols can be printed or engraved when quality images are supplied. 

Engraving our buttons and plates reveals following surface colour:  
Stainless Steel / Nickel / Brushed brass / Copper / Tin Antique : black 
Bronze Antique / Brass Antique : brass 
Gunpowder Black : red copper 
Ano colours : grey

Engraving following plates reveals following surface colour:  
Matt White / Textured White : black
Matt Black / Textured Black / Anodic Brown / Anodic Bronze : light grey

Engraving following buttons (Select) reveals following surface colour: 
Matt White / Textured White / Matt Black / Textured Black / Anodic Brown / Anodic Bronze : brass

1
raise temperature

2
lower temperature

3
wine cellar

4
plasma tv

5
dining room

6
cd

7
dvd

8
sprinklers

9
garage closed

10
garage open

17
doorbell

18
spa

19
vacation

20
babysit

11
kitchen

12
power standby

13
sunny mode

14
armed

15
curtains closed

16
curtains open

21
garden lights

22
tennis court

23
1 light

24
2 lights

25
3 lights

26
4 lights

27
5 lights

28
6 lights

29
7 lights

30
8 lights

33
gate closed

34
gate open

35
table lamp

36
cloudy mode

37
mp3

38
radio

39
mute

40
fireplace

31
music source

32
night mode

49
play

50
stop

41
pool room

42
elevator

43
fast forward

44
rewind

45
index fast forward

46
index rewind

47
stores closed

48
stores open

51
left

52
right

53
up

54
down

55
patio

56
study

57
25%

58
50%

59
75%

60
100%

65
floor lamp

66
bathroom

67
bedroom

68
dog

69
fan

70
swimming pool

61
volume up

62
volume down

63
all lights off

64
all lights on

71
leave

72
home

73
sauna

74
bar

75
living room

76
home cinema

77
airco up

78
airco down

79
master off

80
master on

*laser engraving not available for Chrome. 
*our finishings are artisanal thus slight differences can occur when laser engraving.

Important: Silk-screen printing not available for Chrome and Textured finishes!
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